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SLOPE CAP REPAIR PROJECT

Tacoma 102 .0 ST
ENVIRONMENTAL SERVICES DEPARTMENT

SPECIFICATION NO. ES25-0022F o, Yo i

1137 DOCK STREET

REPAIR PLAN ATTACHMENT NO. 01 ol Wt st

LAND USE ZONE: SHORELINE

PROJECT AREA: RA 3 — 0.60 ACRES
RA 8 — 0.65 ACRES

PROJECT DESCRIPTION:

AS A RESULT OF LOW-TIDE CAP INSPECTIONS PERFORMED BY THE CITY
OF TACOMA IN THE THEA FOSS WATERWAY, SLOPE CAP REPAIR IS
REQUIRED IN TWO REMEDIAL AREAS DUE TO THE LOSS OF SLOPE CAP
MATERIALS OVER CONTAMINATED SLOPES. REPAIR ACTIVITIES WILL BE
PERFORMED TO RESTORE THE SLOPE CAPS AND IMPROVE SHORELINE
STABILITY TO PREVENT FUTURE EROSION.
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CIVIL ENGINEER CONTACT:
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KPFF — CONSULTING ENGINEERS
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GENERAL NOTES

1.

IN ADDITION TO ALL NOTES HEREIN, THE PROJECT IS SUBJECT TO AND MUST COMPLY WITH

ALL APPLICABLE STATE AND FEDERAL PERMITS. SEE PERMIT DOCUMENTATION FOR ADDITIONAL

REQUIREMENTS AND INFORMATION.

GENERAL NOTES (CONTINUE)

14. EXISTING STRUCTURES:

A.  CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS OF EXISTING STRUCTURES
THAT MAY IMPACT THE WORK.

TESC NOTES

APPROVAL OF THE TEMPORARY EROSION CONTROL (TESC) PLAN DOES NOT CONSTITUTE AN
APPROVAL OF THE CONTRACTOR PROVIDED AND MAINTAINED CONSTRUCTION STORM WATER

POLLUTION PREVENTION PLAN (SWPPP).

SLOPE REPAIR NOTES

1. SLOPE SHALL BE CUT TO THE GRADE SHOWN IN PLANS, ANY TEMPORARY
CONSTRUCTION SLOPES SHALL NOT BE STEEPER THAN 3:1 HORIZONTAL TO VERTICAL
UNLESS OTHERWISE SPECIFIED.

2. REMEDIAL AREAS 3 & 8 IN THE THEA FOSS WATERWAY REFER TO SITES WHERE SIGNIFICANT 2. THE CONTRACTOR SHALL COMPLY WITH, MAINTAIN, AND MODIFY AS NEEDED THE APPROVED 2. CONTRACTOR SHALL SUBMIT A LARGE WOODY DEBRIS INSTALLATION PLAN FOR
CLEANUP EFFORTS HAVE BEEN UNDERTAKEN TO ADDRESS LEGACY CONTAMINATION. THESE B. CONTRACTOR SHALL COORDINATE WITH THE ENGINEER, IF THERE ARE ANY CONFLICTS CONSTRUCTION SWPPP IN ACCORDANCE WITH THE CONTRACT DOCUMENTS. REVIEW AND APPROVAL BY THE ENGINEER. THE INSTALLATION PLAN SHALL INCLUDE
ACTIONS INCLUDE CAPPING CONTAMINATED SEDIMENTS, MITIGATING POLLUTION, AND MANAGING BETWEEN PROPOSED WORK AND EXISTING STRUCTURES TO REMAIN ON-SITE. EXISTING LOG SIZES, ANCHORING SYSTEMS, AND METHODS FOR INSTALLATION OF
CONTAMINATED SITES THROUGH THE SUPERFUND PROGRAM WITH THE CITY OF TACOMA 3. THE IMPLEMENTATION OF THESE TESC PLANS AND CONSTRUCTION, MAINTENANCE, ANCHORING SYSTEMS TO SECURE LOGS WITHIN SLOPE REPAIR AREA.

SERVING AS LEADER OF THESE INITIATIVES. C. EXACT LOCATION OF EXISTING FIBER OPTIC TELECOMMUNICATIONS CABLE LOCATED AT REPLACEMENT AND UPGRADING OF THESE FACILITIES IS THE RESPONSIBILITY OF THE
RA 8 IS UNKNOWN. CONTRACTOR TO LOCATE CABLE(S) (HORIZONTAL AND VERTICAL) CONTRACTOR UNTIL ALL CONSTRUCTION IS COMPLETED AND APPROVED. 3. ALL MATERIALS REQUIRED FOR SLOPE CAP REPAIR ARE SPECIFIED ON SHEET CO.1

3. CONTRACTOR SHALL VERIFY ALL LEVELS, DIMENSIONS, AND EXISTING CONDITIONS IN THE FIELD WITHIN WORK ZONE LIMITS PRIOR TO COMMENCEMENT OF CONSTRUCTION AND SHALL AND HAVE BEEN APPROVED FOR USE BY THE USEPA. THE CONTRACTOR SHALL
BEFORE PROCEEDING. CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY DISCREPANCIES OR NOTIFY ENGINEER OF ANY CONFLICTS. 4. THE TESC FACILITIES SHOWN ON THIS PLAN ARE THE MINIMUM REQUIREMENTS ANTICIPATED PROVIDE DAILY REPORTS OF THE QUANTITIES OF SLOPE REPAIR MATERIALS USED.
FIELD CHANGES PRIOR TO INSTALLATION OR FABRICATION. IN CASE OF DISCREPANCIES FOR SITE CONDITIONS. DURING THE CONSTRUCTION PERIOD, THESE TESC FACILITIES SHALL THE REPORTS SHALL INCLUDE TABULATED SUMMARIES OF VOLUMES PLACED FOR
BETWEEN THE EXISTING CONDITIONS AND THE PLANS, THE CONTRACTOR SHALL OBTAIN 15. IN-WATER WORK: BE UPGRADED AS NECESSARY TO ENSURE THAT SEDIMENT AND SEDIMENT—LADEN WATER EACH MATERIAL. SHIPPING RECEIPTS FOR ALL MATERIALS DELIVERED TO THE SITE
DIRECTION FROM THE ENGINEER BEFORE PROCEEDING. DIMENSIONS AND CALLOUTS NOTED AS DOES NOT LEAVE THE SITE. SHALL ALSO BE SUBMITTED ON A DAILY BASIS.

PLUS OR MINUS (+) OR (REF) INDICATE UNVERIFIED DIMENSIONS AND ARE APPROXIMATE. A. ALL IN-WATER WORK TO BE CONDUCTED IN ACCORDANCE WITH WATER QUALITY
NOTIFY THE ENGINEER IMMEDIATELY OF CONFLICTS OR EXCESSIVE VARIATIONS FROM AS MANAGEMENT AND PROTECTION PLAN AND ALL IN-WATER WORK PERMIT 5. ON-SITE EROSION CONTROL MEASURES SHALL BE INSTALLED PRIOR TO THE START OF 4. CONTRACTOR SHALL COMPLETE PRE—EXCAVATION, POST—EXCAVATION, AND
INDICATED. NOTED DIMENSIONS TAKE PRECEDENCE OVER SCALED DIMENSIONS — DO NOT SCALE REQUIREMENTS. WORK AND SHALL BE MAINTAINED DURING AND AFTER EXCAVATION AND GRADING POST-MATERIAL PLACEMENT SURVEYS OF THE SLOPE AT RA 3 AND RA 8 TO VERIFY
THE PLANS. OPERATIONS OF THE APPROVAL OF THE ENGINEER. PROPER MATERIAL THICKNESS AND CONFIRM THAT SLOPE PROTECTION MATERIALS

B. CONTRACTOR SHALL COORDINATE IN—WATER WORK SUCH THAT BARGES AND HAVE BEEN INSTALLED ACCORDING TO THE GRADES SHOWN ON THE DRAWINGS.

4. ALL LOCATIONS OF EXISTING UTILITES SHOWN HEREIN HAVE BEEN OBTAINED FROM AVAILABLE EQUIPMENT REMAIN WITHIN THE PROJECT WORK LIMITS TO THE MAXIMUM EXTENT 6. THE TESC FACILITIES SHALL BE INSPECTED DAILY BY THE CONTRACTOR AND MAINTAINED AS
RECORDS AND SHOULD, THEREFORE, BE CONSIDERED APPROXIMATE ONLY AND NOT FEASIBLE. NECESSARY TO ENSURE THEIR CONTINUED FUNCTION. DAILY INSPECTION REPORTS MUST BE
NECESSARILY COMPLETE. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO INDEPENDENTLY REVIEWED BY THE CONTRACTOR, SIGNED AND MADE AVAILABLE TO THE CITY AND ANY
VERIFY THE ACCURACY OF ALL UTILITY LOCATIONS SHOWN AND TO FURTHER DISCOVER AND C. FOR ALL EARTHWORK, INCLUDING WORK DONE BELOW THE HAT, THE CONTRACTOR OTHER ENVIRONMENTAL AUTHORITIES AT ALL TIMES. A COPY OF ALL INSPECTION RECORDS
AVOID OTHER UTILITIES NOT SHOWN HEREIN WHICH MAY BE AFFECTED BY THE IMPLEMENTATION SHALL SEQUENCE OPERATIONS TO MINIMIZE EROSION OF THE EXISTING UNDERLYING SHALL BE KEPT ON SITE.

OF THIS PLAN. SLOPE CAP MATERIAL.
7. NON-COMPLIANCE WITH THE EROSION CONTROL AND WATER QUALITY REQUIREMENTS MAY

5. THE CONTRACTOR SHALL KEEP A COPY OF THE MOST CURRENT PLANS ON-SITE WHENEVER 16. EXISTING UTILITIES: RESULT IN A TEMPORARY STOP—WORK ORDER AT THE CONTRACTOR'S EXPENSE, UNTIL SAID
CONSTRUCTION IS IN PROGRESS. THROUGHOUT THE PROGRESS OF THE WORK OF THIS EROSION CONTROL MEASURES ARE FUNCTIONAL.

CONTRACT, MAINTAIN AN ACCURATE RECORD OF ALL CHANGES IN THE CONTRACT DOCUMENTS. A.  CONTRACTOR SHALL UTILIZE A UTILITY LOCATE SERVICE TO IDENTIFY UNDERGROUND
UPON THE COMPLETION OF THIS CONTRACT, PROVIDE ONE COMPLETE SET OF AS-BUILT UTILITIES. CONTRACTOR SHALL CONTACT 811 "CALL BEFORE YOU DIG,” AT LEAST 48 8. COORDINATE TESC PROVISIONS THAT ARE OUTSIDE OF THE PROJECT WORK AREA WITH THE
DOCUMENTS TO THE CITY OF TACOMA. HOURS PRIOR TO CONSTRUCTION. ENGINEER.

6. ANY DAMAGE TO EXISTING UTILITIES, OTHER FACILITIES OR EQUIPMENT DUE TO THE 9. THE TEMPORARY FLOATING TURBIDITY CURTAIN SHALL BE INSTALLED AT THE START OF
CONTRACTOR’S NEGLIGENCE, EXCEPT FOR ITEMS DESIGNATED FOR DEMOLITION, SHALL BE WORK AND MAINTAINED, UPGRADED, REPAIRED OR REPLACED FOR THE ENTIRE
PROMPTLY REPAIRED BY THE CONTRACTOR AT THEIR EXPENSE. THIS INCLUDES ITEMS OUTSIDE DEMOLITION NOTES CONSTRUCTION PERIOD UNTIL ALL CONSTRUCTION IS COMPLETED AND APPROVED AT EACH
THE WORK AREA THAT ARE DAMAGED BY CONSTRUCTION ACTIVITIES DURING EXECUTION OF LOCATION.

THIS CONTRACT.
1. DEMOLITION MANAGEMENT PLAN:
S CONTRACTOR SHALL SUBMIT A PLAN OUTLINING STRATEGIES AND BEST PRACTICES FOR 10. TESC MEASURES SHALL BE RELOCATED AS NECESSARY DURING CONSTRUCTION SEQUENCE
. TO ENSURE THAT RUNOFF FROM DISTURBED UPLAND AREAS IS NOT ALLOWED TO DIRECTLY
MINIMIZING DISTURBANCE TO THE EXISTING SLOPE CAP DUE TO SPUDDING, SEE SPECIFICATIONS. A. CONTRACTOR SHALL SUBMIT A DEMOLITION MANAGEMENT PLAN (DMF) DISCHARGE TO OPEN WATER.
THAT ADDRESSES THE FOLLOWING:
8. THE CONTRACTOR SHALL RESTORE ALL AREAS AFFECTED BY THE CONTRACTOR'S WORK AND 1. WORK SEQUENCE AND SCHEDULE, INCLUDING ANY PHASED DEMOLITION 11. THE CONTRACTOR SHALL REMOVE MATERIAL DROPPED, WASHED OR TRACKED FROM
OPERATIONS. REQUIREMENTS CONSISTENT WITH THE OVERALL SCHEDULE VEHICLES OUTSIDE OF THE DESIGNATED PROJECT WORK AREA LIMITS OR INTO THE EXISTING
' STORM DRAINAGE SYSTEM. DEBRIS SHALL NOT BE WASHED INTO THE STORM DRAINAGE
9. DATUM: 2. LST OF EQUIPMENT TO BE USED FOR DEMOLITION OPERATIONS. SYSTEM, ONTO THE BANK SLOPE, OR INTO THE THEA FOSS WATERWAY.
A.  VERTICAL DATUM: 12. EXISTING PAVED AREAS IMPACTED BY THE PROJECT SHALL BE MAINTAINED ON SITE BY
MLLW PER PORT OF TACOMA, CONTRACTOR SHALL VERIFY VERTICAL DATUM WITH TIES 5 m%ug%mgggﬁg I;V?ARrEID?E%S%IT:?y AND PROTECTION OF EXISTING SWEEPING TO PREVENT DEBRIS, DUST AND MUD FROM ACCUMULATING ON THE PAVED
TO LOCAL SITE CONTROL. ' SURFACES, BANK SLOPE, OR IN THE THEA FOSS WATERWAY.
B. HORIZONTAL DATUM:
WASHINGTON STATE PLANE COORDINATES, SOUTH ZONE 4602, NAD 83/11. PER PORT
OF TACOMA CONTROL POINT (925). N: 706383.45, E: 1152986.05
11. TIDE LEVELS (MLLW DATUM):
A. HAT 13.78
B. MHHW 11.78
C. MHW 10.90°
D. MLW 284
E. MLLW 0.00’
12.  SURMEY:
TOPOGRAPHIC SURVEY AND SURVEY CONTROL PROVIDED BY KPFF IN OCTOBER OF 2024.
13. BATHYMETRIC SURVEY:
BATHYMETRY FOR BOTH REMEDIAL AREA LOCATIONS WAS CONDUCTED BY DAVID
EVANS AND ASSOCIATES, INC IN MARCH OF 2023. 811 C I I 81 1
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SEE NOTES 2, 3, AND 8

PROJECT WORK
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CONNECT TURBIDITY
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-

P

EX FENCE

POTENTIAL CONTRACTOR
LAYDOWN AREA FOR UPLAND
CONSTRUCTION, TYP

EX STORAGE AREA DESIGNATED
FOR COMMENCEMENT BAY
MARINE SERVICES

EX FUEL TANK

(W)

WATERSIDE ACCESS ONLY
FOR EXCAVATION AND
SLOPE REPAIR

PROTECT-IN-PLACE

PROTECT-IN-PLACE
EX GROUT MAT

PROTECT-IN-PLACE
EX WOOD CANOPY

COMMENCEMENT BAY
MARINE SERVICES

\L INNER HARBOR LINE

AN
TEMPORARILY LOCATE TURBIDITY CURTAIN AS
NEEDED TO INSTALL TOE OF SLOPE,
RELOCATE BOOM AND EQUIPMENT TO
PROVIDE FULL ACCESS TO FUEL DOCK UPON
COMPLETION OF ROCK PLACEMENT AT TOE

¢

PROTECT-IN-PLACE
TACOMA FUEL DOCK,
SEE NOTE 8

\L OUTER HARBOR LINE

THEA FOSS WATERWAY
(DNR PROPERTY)

CONTRACTOR LAYDOWN, SITE ACCESS, AND TESC PLAN-RA 3

SCALE: 1” = 20°

1. UPLAND CONTRACTOR LAYDOWN AREA SHALL BE COORDINATED WITH 4.

THE CITY AND ADJACENT PARCEL OWNER. CONTRACTOR SHALL NOT
RESTRICT ACCESS AND OPERATIONS WITHIN PROPERTY LIMITS.

2. CONTRACTOR SHALL DEPLOY AND MAINTAIN 5 FT TURBIDITY CURTAIN  &.

WITH SUITABLE WEIGHT OR ANCHORING SYSTEM AND FULL—DEPTH
FISH EXCLUSION SYSTEM FOR THE PROJECT DURATION. TURBIDITY

CURTAIN SHALL BE ANCHORED ABOVE MHHW. 6.

3. LOCATE TURBIDITY CURTAIN AS CLOSE TO SHORELINE AS ALLOWED

TO ENCOMPASS WORK AND EQUIPMENT. LOCATION SHOWN IS 7.

MAXIMUM ALLOWED. CONTRACTOR SHALL NOTIFY THE ENGINEER IF

ADDITIONAL SPACE IS NEEDED FOR IN-WATER WORK. 8.

CONSTRUCTION.

BARGE.

SEE SHEET G0.4 FOR ADDITIONAL TESC NOTES.

ACCESS TO THE EXISTING FUEL DOCK.

CONTRACTOR SHALL MAINTAIN LOT ENTRANCE ACCESSIBILITY AT A 9.
MINIMUM OF ONE LOCATION AT ALL TIMES THROUGHOUT

EXCAVATED MATERIALS STOCKPILE AREA SHALL BE LOCATED ON A

CONTRACTOR SHALL LOCATE AND PLACE INLET PROTECTION IN ALL
STORM DRAIN STRUCTURES WITHIN 50 FT OF WORK LIMITS.

CONTRACTOR SHALL PROVIDE CONSTRUCTION FENCE AROUND
CONTRACTOR LAYDOWN AREA. PROVIDE TEMPORARY CURB, SAND

12.  CONTRACTOR SHALL PERFORM WORK FROM WATER—-BASED EQUIPMENT
UNLESS OTHERWISE APPROVED BY THE OWNER.

BAGS OR COIR LOGS ALONG ENTIRE LANDSIDE PERIMETER OF
PROJECT WORK LIMITS TO PREVENT STORMWATER RUNOFF FROM

LEAVING THE SITE. CONSTRUCTION FENCE SHALL BE SECURED

THROUGHOUT ENTIRE DURATION OF CONSTRUCTION TO PREVENT
PUBLIC ACCESS TO THE PROJECT WORK LIMITS. CONTRACTOR SHALL

10. SEE SHEET G4.1 FOR STOCKPILE REQUIREMENTS.
CONTRACTOR SHALL ORIENT TURBIDITY CURTAIN TO PROVIDE FULL 11.

SHOWN.

PROVIDE VACUUM SWEEPING AROUND THE WORK LIMITS. NO
AGGREGATE, PAVEMENT, SOIL OR OTHER MATERIALS SHALL BE

ALLOWED TO "TRACK” OUTSIDE OF THE PROJECT WORK LIMITS

SUBMIT A FENCING PLAN DETAILING SITE SECURITY, FENCE MATERIAL, ¢/
ANCHORING, AND MAINTENANCE PLAN.

_~
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(A 707137.86 1160611.77
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(E) 706982.24 1160425.55
(F) 706974.39 1160463.13
(c) 706979.34 1160512.24
(H) 706972.00 1160520.80
(1 706985.96 1160552.89
(» 707008.02 1160543.29
K 707048.37 1160635.79
L 707081.16 1160621.74
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NOTES

1. CONTRACTOR SHALL DEPLOY AND MAINTAIN 5 FT TURBIDITY CURTAIN WITH
SUITABLE WEIGHT OR ANCHORING SYSTEM AND FULL-DEPTH FISH EXCLUSION
SYSTEM FOR THE PROJECT DURATION. TURBIDITY CURTAIN SHALL BE
ANCHORED ABOVE MHHW.

2. LOCATE TURBIDITY CURTAIN AS CLOSE TO SHORELINE AS ALLOWED TO
ENCOMPASS WORK AND EQUIPMENT. LOCATION SHOWN IS MAXIMUM ALLOWED.
CONTRACTOR SHALL NOTIFY THE ENGINEER IF ADDITIONAL SPACE IS NEEDED
FOR IN-WATER WORK.

3. CONTRACTOR SHALL SPECIFY EXCAVATED MATERIALS STOCKPILE/DEWATERING
AREA WITHIN EXISTING PARKING LOT LIMITS. SITE MATERIALS TO BE
SAMPLED, TESTED AND PRE-QUALIFIED FOR PROPER DISPOSAL PRIOR TO
THE START OF EXCAVATION.

4. CONTRACTOR SHALL LOCATE AND PLACE INLET PROTECTION IN ALL STORM
DRAIN STRUCTURES WITHIN 50 FT OF WORK LIMITS.

5. SEE SHEET GO0.4 FOR ADDITIONAL TESC NOTES.

6. CONTRACTOR SHALL PROVIDE CONSTRUCTION FENCE AROUND CONTRACTOR
LAYDOWN AREA. PROVIDE TEMPORARY CURB, SAND BAGS OR COIR LOGS
ALONG ENTIRE LANDSIDE PERIMETER OF PROJECT WORK LIMITS TO PREVENT
STORMWATER RUNOFF FROM LEAVING THE SITE. CONSTRUCTION FENCE SHALL
BE SECURED THROUGHOUT ENTIRE DURATION OF CONSTRUCTION TO PREVENT
PUBLIC ACCESS TO THE PROJECT WORK LIMITS. CONTRACTOR SHALL SUBMIT
A FENCING PLAN DETAILING SITE SECURITY, FENCE MATERIAL, ANCHORING
AND MAINTENANCE PLAN.

7. SEE SHEET G4.1 FOR STOCKPILE REQUIREMENTS.

CONNECT TURBIDITY

CURTAIN TO SHORE
ABOVE MHRW, TYP

TFW PUBLIC ESPLANADE

@ PROTECT—IN—PLACE
EX SOUTH GANGWAY

TURBIDITY CURTAIN AND
FISH EXCLUSION SYSTEM,
SEE NOTES 1 AND 2
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FOSS HARBOR
MARINA (FHM),
SOUTH FLOAT

THEA FOSS WATERWAY
(DNR PROPERTY)

INNER HARBOR LINE MARINA (FHM),

NORTH FLOAT

PROTECT-IN-PLACE
EX NORTH GANGWAY

FOSS HARBOR f L@

8. PROVIDE VACUUM SWEEPING AROUND THE WORK LIMITS. NO AGGREGATE,

PAVEMENT, SOIL OR OTHER MATERIALS SHALL BE ALLOWED TO "TRACK”
OUTSIDE OF THE PROJECT WORK LIMITS SHOWN.
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j\ / MARINE SERVICES
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FISH EXCLUSION
SYSTEM NOT SHOWN,

SEE NOTES 1 AND 2 SHORELINE | THEA FOSS
o WORKZONE WATERWAY
z< FLOATATION
=mn
i
o
|
o —— IMPERVIOUS
= DEBRIS BARRIER
a2
e
' WEIGHT
TURBIDITY CURTAIN AND
71\ FISH EXCLUSION SYSTEM
G1.1, G1.2 SCALE: NTS
N
NOTES:

1. PLACE FISH EXCLUSION SYSTEM LANDSIDE OF TURBIDITY CURTAIN, MAINTAIN A 1 FT OFFSET.

2. CONTRACTOR SHALL SUBMIT A FISH AND AQUATIC SPECIES EXCLUSION PLAN IN ACCORDANCE WITH
WSDOT FISH EXCLUSION PROTOCOLS AND STANDARDS PRIOR TO THE START OF CONSTRUCTION.

STOCKPILE MATERIAL

SEE NOTES 1-3 COVER MATERIAL FOR OVERNIGHT

STORAGE WITH 6 MIL REINFORCED
PLASTIC COVERING WITH 2" MIN

OVERLAP OF JOINTS. WEIGH
DOWN PLASTIC AS REQUIRED

CONTINUOUS 2X4
OR SAND BAG

1" MIN

ANCHOR EDGES OF PLASTIC
SHEATHING WITH SAND
BAGS OR TIRES ON ROPES,

SPACED 6" OC MAX

—

NOTES:
1. RIPS AND TEARS IN THE PLASTIC SHEETING SHALL BE REPAIRED IN A TIMELY
MANNER PER THE SPECIFICATIONS.

2. STOCKPILE MATERIAL SHALL BE STOCKPILED AT NO MORE THAN 1 TO 1 SLOPE
AND THE TOE OF THE STOCKPILE SHALL BE NO CLOSER THAN 2 FT FROM THE
EDGE OF EXCAVATION. STOCKPILES HEIGHT SHALL NOT EXCEED 10 FT.

3. CONTRACTOR SHALL IMPLEMENT APPROPRIATE MEASURES TO PROTECT EXISTING
PAVEMENT FROM DAMAGE WHEN PLACING STOCKPILES OF 100 CUBIC YARDS OR
LARGER. CONTRACTOR IS RESPONSIBLE FOR REPAIRING ANY DAMAGE TO
EXISTING PAVEMENT RESULTING FROM STOCKPILE PLACEMENT OR REMOVAL
OPERATIONS AT NO COST TO THE CITY.

/3 SOIL STOCKPILE COVER

G1.1, G1.2 SCALE: NTS
N—

EX SURFACE
\ MIN
x EX GRATE

FOSS STREAMGUARD OR
APPROVED EQUAL STANDARD
STRENGTH FILTER FABRIC

\L CATCH BASIN

2\ INLET PROTECTION

G1.1, G1.2 SCALE: NTS
N—

NOTES:

1. PROVIDE INLET PROTECTION FOR ALL EXISTING CATCH BASINS INSIDE WORK AREA AND
WITHIN 50 FT OF THE WORK ZONE.

2. CLEAN OUT STORMWATER CATCH BASIN PRIOR TO INSTALLING INLET PROTECTION.

3. MAINTAIN INLET PROTECTION PER MANUFACTURERS RECOMMENDATIONS OR CLEAN OR
REMOVE AND REPLACE WHEN SEDIMENT HAS FILLED ONE-THIRD OF THE AVAILABLE
STORAGE. IMMEDIATELY REMOVE ANY ACCUMULATED SEDIMENT ON OR AROUND THE INLET.

4. DO NOT REMOVE SEDIMENT BY FLUSHING WITH WATER. DISPOSE OF ALL SEDIMENT OFF-SITE
AT AN APPROVED FACILITY.

SITE SECURED
VARIES WORK ZONE

TEMPORARY CONSTRUCTION FENCE

> HIGH VISIBILITY FENCE

SECURE TEMPORARY CONSTRUCTION
FENCE WITH SANDBAGS OR APPROVED I
ANCHORING SYSTEM THAT DOES NOT &
DAMAGE THE EXISTING ASPHALT TEMP. CURB OR
0 SAND BAGS,

< SEE NOTE 1

NOTES:

1. PROVIDE TEMPORARY CURB OR SAND BAGS TO PREVENT SURFACE FLOW FROM
ENTERING OR EXITING THE WORK ZONE.

4\ CONSTRUCTION FENCE WORK LIMIT

G1.1, G1.2 SCALE: NTS
N—

GENERAL NOTES

1. THERE SHALL BE NO DISCHARGE OF SILT-LADEN WATER TO
THE SANITARY SEWER, STORM DRAINS, OR BODIES OF WATER
WITHOUT APPROPRIATE PERMITS AND PRIOR SPECIFIC
AUTHORIZATION OF THE CITY OF TACOMA.
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NOTES

1. CONTRACTOR SHALL ENSURE KEYED-IN EDGE OF EXISTING GROUT MAT IS NOT
UNDERMINED AT EXISTING ARMORED ROCK INTERFACE.

2. CONTRACTOR SHALL START SLOPE REPAIR 4 FT FROM EDGE OF EXISTING GROUT MAT

AND CONDUCT SLOPE REPAIR DURING LOW TIDE. WHERE EXCAVATION /MATERIAL REMOVAL
OF THE EXISTING SLOPE IS REQUIRED, THE CONTRACTOR SHALL START FROM THE TOP
OF SLOPE AND WORK THEIR WAY DOWN TO THE TOE OF SLOPE.

3. LOCATION WITHIN RA 3 EXISTING SLOPE WHERE CONTAMINATED UNDERLYING SEDIMENTS

ARE VISIBLE SHALL REMAIN UNDISTURBED THROUGHOUT CONSTRUCTION ACTIVITIES.

CONTRACTOR SHALL CONFIRM LOCATIONS WITH COT REPRESENTATIVE BEFORE PREPARING
EXISTING SLOPE FOR REPAIR.

4. BEGIN SECURITY FENCE DEMOLITION AT FIRST FENCE POST LANDSIDE OF SWING GATE.

5. THE GRADING LIMITS ARE BOUND BETWEEN THE EXISTING TOP OF SLOPE AND ELEVATION
—3.0 MLLW, APPROXIMATED ALONG SHORELINE BY CONTROL POINTS SHOWN.

CONSTRUCTION NOTES

(1) LMITS OF GRADING, SEE NOTE 5

@ DEMOLISH EXISTING SECURITY FENCE

@ DEMOLISH EXISTING SWING GATE

@ PROTECT—-IN—-PLACE EXISTING STORM DRAIN OUTFALL
@ PROTECT—-IN—-PLACE EXISTING GROUT MAT, SEE NOTE 2
@ CONSTRUCTION TO BE COMPLETED BY BARGE

LEGEND

PROJECT WORK LIMITS
EXISTING CONTOUR
PARCEL BOUNDARY
EXISTING SECURITY FENCE

MHHW ELEVATION (+11.78 MLLW)
——————— == SLOPE REPAIR LIMITS

FENCE DEMOLITION

EXISTING GROUT MAT

DEMO PHOTO LOCATION, SEE D3.1
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