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CONSTRUCTION NOTES

o A. REMOVE AND SALVAGE TWO EXISTING PEDESTRIAN PUSHBUTTONS TO THE CITY.

B. FURNISH AND INSTALL ON EXISTING STRAIN POLE: ONE APS PUSHBUTTON FACING WEST, ONE 18-INCH PIPE
BRACKET PUSHBUTTON EXTENSION AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET. NEW PUSHBUTTON SHALL NOT PROTRUDE MORE THAN 4-INCHES INTO THE LANDING
AREA.

C.PLUG UNUSED HOLES IN POLE, REMOVE EXISTING PUSHBUTTON CABLES BACK TO TRAFFIC SIGNAL CONTROL
CABINET.

@ A.REMOVE AND SALVAGE TWO EXISTING PEDESTRIAN PUSHBUTTONS TO THE CITY.
B.PLUG UNUSED HOLES IN POLE, REMOVE EXISTING PUSHBUTTON CABLES BACK TO TRAFFIC SIGNAL CONTROL
CABINET.

@ A. REMOVE AND SALVAGE TWO EXISTING PEDESTRIAN PUSHBUTTONS TO THE CITY.
B.PLUG UNUSED HOLES IN POLE, REMOVE EXISTING PUSHBUTTON CABLES BACK TO TRAFFIC SIGNAL CONTROL
CABINET.

@ A. REMOVE AND SALVAGE TWO EXISTING PEDESTRIAN PUSHBUTTONS TO THE CITY.
B.PLUG UNUSED HOLES IN POLE, REMOVE EXISTING PUSHBUTTON CABLES BACK TO TRAFFIC SIGNAL CONTROL
CABINET.

@ A. FURNISH AND INSTALL PEDESTRIAN PUSHBUTTON POST FOUNDATION PER WSDOT STANDARD PLAN J-20.15-04.
B. FURNISH AND INSTALL PPB POST PER CITY OF TACOMA SPECIAL PROVISIONS SECTION 9-29.6.
C.FURNISH AND INSTALL ONE APS PUSHBUTTON AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET.

@ A. FURNISH AND INSTALL PEDESTRIAN PUSHBUTTON POST FOUNDATION PER WSDOT STANDARD PLAN J-20.15-04.
B. FURNISH AND INSTALL PPB POST PER CITY OF TACOMA SPECIAL PROVISIONS SECTION 9-29.6.
C.FURNISH AND INSTALL ONE APS PUSHBUTTON AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET.

@ A. FURNISH AND INSTALL PEDESTRIAN PUSHBUTTON POST FOUNDATION PER WSDOT STANDARD PLAN J-20.15-04.
B. FURNISH AND INSTALL PPB POST PER CITY OF TACOMA SPECIAL PROVISIONS SECTION 9-29.6.
C.FURNISH AND INSTALL ONE APS PUSHBUTTON AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET.

A. FURNISH AND INSTALL PEDESTRIAN PUSHBUTTON POST FOUNDATION PER WSDOT STANDARD PLAN J-20.15-04.

B. FURNISH AND INSTALL PPB POST PER CITY OF TACOMA SPECIAL PROVISIONS SECTION 9-29.6.

C.FURNISH AND INSTALL ONE APS PUSHBUTTON AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET.

@ A. FURNISH AND INSTALL PEDESTRIAN PUSHBUTTON POST FOUNDATION PER WSDOT STANDARD PLAN J-20.15-04.
B. FURNISH AND INSTALL PPB POST PER CITY OF TACOMA SPECIAL PROVISIONS SECTION 9-29.6.
C.FURNISH AND INSTALL ONE APS PUSHBUTTON AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET.

A. FURNISH AND INSTALL PEDESTRIAN PUSHBUTTON POST FOUNDATION PER WSDOT STANDARD PLAN J-20.15-04.
B. FURNISH AND INSTALL PPB POST PER CITY OF TACOMA SPECIAL PROVISIONS SECTION 9-29.6.
C.FURNISH AND INSTALL ONE APS PUSHBUTTON AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET.

@ A. FURNISH AND INSTALL PEDESTRIAN PUSHBUTTON POST FOUNDATION PER WSDOT STANDARD PLAN J-20.15-04.
B. FURNISH AND INSTALL PPB POST PER CITY OF TACOMA SPECIAL PROVISIONS SECTION 9-29.6.
C.FURNISH AND INSTALL ONE APS PUSHBUTTON AND PULL NEW 2C PUSHBUTTON CABLE FROM PUSHBUTTON TO
CONTROLLER CABINET.

@ A. LAND NEW 2C PUSHBUTTON CABLE IN CABINET.
B.INSTALL NEW PUSHBUTTON CONTROLL UNIT.

@ A. FURNISH AND REPLACE EXISTING SIGNAL VEHICLE HEAD WITH 3-SECTION, 12-INCH CIRCULAR, VISORS, AND
BACKPLATE WITH 1-INCH REFLECTIVE BORDER. INSTALL UTILIZING NEW HARDWARE AND CONNECT TO
EXISTING SIGNAL CABLE AND SPAN WIRE, ADJUST TO NEW LOCATIONS MEETING TACOMA STANDARD PLAN
TS-14.

B.SALVAGE EXISTING SIGNAL HEAD TO THE CITY.

A. PULL EXISTING CONDUCTORS BACK TO CLOSEST JUNCTION BOX LOCATION.
B. REMOVE EXISTING JUNCTION BOX.
C. INTERCEPT EXISTING CONDUITS AND CONNECT TOGETHER.
D.PULL EXISTING CONDUCTORS THROUGH NEW CONDUIT ROUTE.

@ A. REMOVE AND REPLACE EXISTING JUNCTION BOX WITH NEW TYPE 1 JUNCTION BOX WITH LOCKING LID
STANDARD DUTY PER WSDOT STANDARD PLAN J-40.10-04 WITH LABEL “SG OR LT", AS APPROPRIATE.
B.REFER TO CITY OF TACOMA STANDARD PLAN TS-08 FOR JUNCTION BOX INSTALLATION.

A. REMOVE AND REPLACE EXISTING JUNCTION BOX WITH NEW TYPE 2 JUNCTION BOX WITH LOCKING LID
STANDARD DUTY PER WSDOT STANDARD PLAN J-40.10-04 WITH LABEL “SG OR LT", AS APPROPRIATE.
B.REFER TO CITY OF TACOMA STANDARD PLAN TS-08 FOR JUNCTION BOX INSTALLATION.

@ A. FURNISH AND INSTALL TYPE 1 JUNCTION BOX WITH LOCKING LID STANDARD DUTY PER WSDOT STANDARD
PLAN J-40.10-04 WITH LABEL “SG OR LT”, AS APPROPRIATE.
B.REFER TO CITY OF TACOMA STANDARD PLAN TS-08 FOR JUNCTION BOX INSTALLATION.

A. REMOVE AND REPLACE EXISTING JUNCTION BOX WITH NEW TYPE 2 JUNCTION BOX WITH LOCKING LID
STANDARD DUTY PER WSDOT STANDARD PLAN J-40.10-04 WITH LABEL “SG OR LT", AS APPROPRIATE.
B. REFER TO CITY OF TACOMA STANDARD PLAN TS-08 FOR JUNCTION BOX INSTALLATION.
C.INTERCEPT EXISTING STREETLIGHTING CONDUCTORS FROM CONDUIT LOCATION AND ROUTE THROUGH NEW
CONDUIT.
D.INSTALL SPLICE BETWEEN STREETLIGHTING CONDUCTORS TO SIGNAL POLE WITH NEW STREETLIGHTING
CONDUCTORS AND EXISTING STREETLIGHTING CONDUCTORS.

A. REMOVE EXISTING STREETLIGHTING CONDUCTORS BETWEEN THE SIGNAL POLE BASE AND THE EXISTING
JUNCTION BOX.
B. INTERCEPT EXISTING CONDUIT AND REROUTE TO NEW STREETLIGHTING JUNCTION BOX.
C.INSTALL NEW STREETLIGHTING CONDUCTORS SPLICED FROM NEW STREETLIGHTING JUNCTION BOX INTO
SIGNAL POLE BASE WITH FUSED DISCONNECT.

GENERAL NOTES:

1. EXISTING SIGNAL EQUIPMENT NOT NOTED TO BE REMOVED SHALL REMAIN IN PLACE AND PROTECTED FROM
DAMAGE.

2.REMOVE EXISTING UNUSED LOOP LEAD-IN CABLES BACK TO TRAFFIC SIGNAL CONTROL CABINET.
3. CONDUITS SHOWN ARE EXISTING UNLESS OTHERWISE NOTED.
4.ENSURE PROPER SIGNAL HEAD WITH BACKPLATE CLEARANCE IS MAINTAINED OVER ROADWAY.

5. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH CITY OF TACOMA STANDARDS, WSDOT/APWA
STANDARD PLANS, STANDARD SPECIFCIATIONS, LATEST AMENEDMENTS TO THE STANDARD
SPECIFCIATIONS, SPECIAL PROVISIONS, AND THESE PLANS.

6. THE CONTRACTOR SHALL PROVIDE ALL MATERIAL SUBMITTALS TO THE CITY ENGINEER FOR CITY APPROVAL
PRIOR TO START OF CONSTRUCTION.

7. THE CONTRACTOR SHALL COORDINATE ALL TRAFFIC SIGNAL RELATED WORK WITH CITY OF TACOMA
TRAFFIC SIGNAL AND STREETLIGHT SHOP (253) 591-5287.

8. ALL WORK SHALL BE CONSISTENT WITH UTILITY AGENCY REQUIREMENTS. THE CONTRACTOR SHALL
CONTACT ALL PERTINENT UTILITY AGENCIES 48 HOURS BEFORE COMMENCING WORK AND SHALL
COORDINATE WITH AFFECTED UTILITY AGENCIES THROUGHOUT THE PROJECT.

9. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO EXISTING UTILITIES. THE CONTRACTOR
SHALL NOTIFY THE AFFECTED UTILITY AND THE CITY IMMEDIATELY UPON DAMAGE.

10. A TRAFFIC SIGNAL AND STREETLIGHT SHOP REPRESENTATIVE SHALL BE PRESETN FOR ALL WORK
OCCURING WITHIN THE TRAFFIC SIGNAL CABIENT. ONLY JOURNEY LEVEL WORK SHALL TAKE PLACE WITHIN
THE TRAFFIC SIGNAL CABINET.

11. MUST KEEP EXISTING SIGNAL SYSTEM OPEATIONAL, UNTIL THE SWITCHOVER TO NEW SIGNAL HEADS AND
PEDESTRIAN PUSHBUTTONS. MUST BE INSPECTED, TESTED, AND ACCEPTED BY THE CITY.

12. NOTE THAT APS PUSHBUTTONS WILL BE EXCHANGING PHASES ON EACH POLE WHEN CABLING.

LEGEND
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CONSTRUCTION NOTE ®
SIGNAL POLE CONSTRUCTION NOTE @
WIRE NOTE A
SIGNAGE NOTE (O]
TRAFFIC SIGNAL CONDUIT UG
STREET LIGHTING CONDUIT UG ——LHT—
SPANWIRE -
TYPE PPB POST W/PUSHBUTTON(S) o
PEDESTRIAN PUSHBUTTON 1
TYPE V STRAIN POLE WITH STREET LIGHT &—x
TYPE 1 JUNCTION BOX X
PULL BOX X
TYPE 2 JUNCTION BOX A
CONTROLLER CABINET @
VEHICLE SIGNAL HEAD —
VEHICLE SIGNAL HEAD (WITH BACKPLATE) —+>
PEDESTRIAN SIGNAL HEAD N\
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CALL BEFORE YOU DIG

EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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S 38TH ST & S CEDAR ST - WIRING SCHEDULE S 38TH ST & S CEDAR ST - PPB SCHEDULE
CONDUIT | SERVICE STLT GND? 1 | PED BUTTON? | PED BUTTON | PEDHEAD | VEHHEAD |COM CABLE VIDEO PPBNO STATION OFFSET
RUN NO LOOP CABLE DETECTION NOTE 5 10+23.12 44.70' (LT)
(INCHES) 2-#6 #8 #10G 5C 2C 5C 5C 6PRCC
CATS 6 10+24.53 50.08' (RT)
1 1-1/4 1 2 2 7 9+72.56 41.31' (RT)
2 1-1/4 2 1 8 9+76.63 43.37'(LT)
3 2 1 1 9 10+26.89 34.34' (RT)
: 2 i : 10 9+53.13 33.04' (RT)
- . 3 1 11 9+64.30 33.26' (LT)
7 2 3
8 2 1 3 E 2 INSTALL PULL LINE
9 2 6
2 1 1 2 1 INSTALL PULL LINE
10 2 3
2 1 2 4 1 INSTALL PULL LINE
2 9 INSTALL PULL LINE
11 2 9 INSTALL PULL LINE
2 1 3 6 1 INSTALL PULL LINE
12 2
13 2 £ INSTALL PULL LINE
1 2 1 1 2
2 PULL LINE ONLY
15 2 2 2 4
2 PULL LINE ONLY
16 2 PULL LINE ONLY
2 1 1 2 £
17 2 2 4 I
2 PULL LINE ONLY %
18 2 1 1 2 INSTALL PULL LINE %
2 1 1 2 &
19 2 1 1 INSTALL PULL LINE =
20 2 1 1 INSTALL PULL LINE °
21 2 1 1 INSTALL PULL LINE g
22 2 1 1 INSTALL PULL LINE g
23 2 1 1 INSTALL PULL LINE 2
24 2 1 1 INSTALL PULL LINE 5
25 2 1 1 INSTALL PULL LINE ;
26 2 2 1 INSTALL PULL LINE :
27 1-1/4 2 1 INSTALL PULL LINE c
30 CABLE ONLY 2 SPAN WIRE
31 CABLE ONLY 1 SPAN WIRE é:
NOTES i
1 REMOVE EXISTING LOOP LEAD-IN CABLES BACK TO TRAFFIC SIGNAL CONTROL CABINET. Z
2 REMOVE AND REPLACE EXISTING PEDESTRIAN PUSHBUTTON 5C CABLE WITH EACH APS PUSHBUTTON WITH ITS OWN 2C CABLE =
3 ALL OTHER EXSTING CABLES SHALL REMAIN AND PROTECTED FROM DAMAGE UNLESS OTHERWISE NOTED 5
4 ALL CONDUITS TO BE GROUNDED. INSTALL NEW #8 GROUND WIRE IF MISSING OR DAMAGED. §
CALL BEFORE YOU DIG consTRUGTION "ove | Nrs. CITY OF TACOMA é
S T e i . PEPARTMENT OF BUBLIC WORKS
POTHOLING AND AVOIDING ALL EXISTING UTILTIES. - J | SIGNAL PLAN PROJECT # ¢
CALL TWO BUSINESS DAYS BEFORE YOU DIG LENE FIELD 500K DRAING RAVE PROJECT TITLE . # g
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org Yo R Etvision oate | Ao DWG FILE — SCHEDULES eer SG2 o SG2 |
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