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FURNISH AND INSTALL NEW TYPE 1 JUNCTION BOX PER WSDOT
STANDARD PLAN J-40.10-04 WITH LABEL “LT”.  SEE SPECIAL PROVISIONS.

PULL EXISTING CONDUCTORS BACK TO CLOSEST JUNCTION BOX
LOCATION.  INSTALL NEW TYPE 1 JUNCTION BOX WITH LOCKING LID
STANDARD DUTY PER WSDOT STANDARD PLAN J-40.10-04 WITH LABEL
“LT”.  REFER TO CITY OF TACOMA STANDARD PLAN TS-08 FOR JUNCTION
BOX INSTALLATION.  INTERCEPT EXISTING CONDUIT AND ROUTE TO NEW
JUNCTION BOX LOCATION.  PULL EXISTING CONDUCTORS INTO NEW
JUNCTION BOX AND SPLICE WITH NEW CONDUCTORS.

REMOVE CONDUCTORS BETWEEN STREETLIGHT BASE AND JUNCTION
BOX.  INTERCEPT EXISTING CONDUIT AND ROUTE TO NEW JUNCTION
BOX LOCATION.  PULL NEW CONDUCTORS FROM POLE AND BRACKET
CONDUCTOR IN STREETLIGHT BASE AND JUNCTION BOX.

CONSTRUCT NEW STREETLIGHT FOUNDATION PER CITY OF TACOMA
STANDARD PLANT SL-02.  FURNISH AND INSTALL NEW STREETLIGHT
POLE, LUMINAIRE ARM, AND LED FIXTURE PER SPECIAL PROVISION
9-29.6.  SEE SPECIAL PROVISIONS.  INSTALL NEW CONDUIT BETWEEN
STREETLIGHT FOUNDATION AND JUNCTION BOX.  INSTALL NEW
CONDUCTORS BETWEEN THE POLE AND BRACKET CONDUCTOR IN THE
STREETLIGHT BASE AND JUNCTION BOX.

REMOVE EXISTING STREETLIGHT POLE, LUMINAIRE ARM, AND LED
FIXTURE. SALVAGE TO THE CITY.  REMOVE EXISTING FOUNDATION AND
CONDUITS.

REMOVE EXISTING JUNCTION BOX.

REMOVE EXISTING CONDUIT AND CONDUCTORS.

REMOVE AND REPLACE EXISTING JUNCTION BOX WITH NEW TYPE 1
JUNCTION BOX WITH LOCKING LID STANDARD DUTY PER WSDOT
STANDARD PLAN J-40.10-04 WITH LABEL “LT”.  REFER TO CITY OF
TACOMA STANDARD PLAN TS-08 FOR JUNCTION BOX INSTALLATION. SEE
SPECIAL PROVISIONS SPLICE NEW CONDUCTORS WITH EXISTING
CONDUCTORS.

GENERAL NOTES:
1. ALL WORK SHALL BE COMPLETED IN ACCORDANCE WITH CITY OF

TACOMA STANDARDS, WSDOT/APWA STANDARD PLANS, STANDARD
SPECIFICATIONS, LATEST AMENDMENTS TO THE STANDARD
SPECIFICATIONS, SPECIAL PROVISIONS, AND THESE PLANS.

2. THE LOCATION OF ALL CONDUITS, AND JUNCTION BOXES ON THIS
PLAN ARE FOR GRAPHICAL PRESENTATION ONLY. FINAL LOCATIONS
SHALL BE DETERMINED BY THE CONTRACTOR AND APPROVED BY
THE ENGINEER IN THE FIELD.

3. THE CONTRACTOR SHALL PROVIDE ALL MATERIAL SUBMITTALS TO
THE CITY ENGINEER FOR CITY APPROVAL PRIOR TO START OF
CONSTRUCTION.

4. THE CONTRACTOR SHALL COORDINATE ALL TRAFFIC
SIGNAL/STREETLIGHT RELATED WORK WITH CITY OF TACOMA
TRAFFIC AND STREETLIGHT SHOP (253) 591-5287.

5. EXISTING FEATURES/EQUIPMENT NOT NOTED TO BE REMOVED
SHALL REMAIN IN PLACE AND PROTECTED FROM DAMAGE.

6. ALL WORK SHALL BE CONSISTENT WITH UTILITY AGENCY
REQUIREMENTS.  THE CONTRACTOR SHALL CONTACT ALL
PERTINENT UTILITY AGENCIES 48 HOURS BEFORE COMMENCING
WORK AND SHALL COORDINATE WITH AFFECTED UTILITY AGENCIES
THROUGHOUT THE PROJECT.

7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE TO
EXISTING UTILITIES.  THE CONTRACTOR SHALL NOTIFY THE
AFFECTED UTILITY COMPANY AND THE CITY IMMEDIATELY UPON
DAMAGE.

8. ALL JUNCTION BOXES SHALL BE TYPE 1 OR TYPE 2 WITH ALTERNATE
2 LOCKING SYSTEM PER WSDOT STANDARD PLAN J-40.10.

9. ALL JUNCTION BOXES INSTALLED WITHIN SOFTSCAPE AREAS SHALL
HAVE A CONCRETE COLLAR PER CITY OF TACOMA STANDARD PLANT
TS-08.
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CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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