S. STATE ST.

59+25

.

B

62+00

S. STATE ST.

PLANTING KEY NOTES:

@ SOIL AMENDMENT SHALL BE PER CITY OF TACOMA
STANDARD PLAN GSI-01B & GS1-01C

@ RESTORE TO MATCH EXISTING CONDITIONS
@ PLANT TREE, SEE TABLE FOR SPECIES, PER CITY OF
TACOMA STANDARD PLAN LS-01

@ PROTECT TREE PER SPECIFICATION 8-02 AND CITY
OF TACOMA STANDARD PLANS LS-08 THROUGH LS-11

(&) PRUNE TREE, SHRUB, OR HEDGE UNDER THE
DIRECTION OF A CERTIFIED ARBORIST

NOTES:

1. REFERTO CITY OF TACOMA STANDARD PLANS LS-01 -
LS-03 AND CITY OF TACOMA URBAN FORESTRY MANUAL
FOR TREE PLANTING REQUIREMENTS.

2. REFERTO CITY OF TACOMA STANDARD PLANS LS-08 -
LS-11, CITY OF TACOMA URBAN FORESTRY MANUAL,
AND ARBORIST REPORTS FOR TREE PROTECTION
DURING CONSTRUCTION.

3. AN ARBORIST REPORT IS REQUIRED FOR ALL WORK
PERFORMED ON A TREE AS SPECIFIED IN THE
SPECIFICATIONS.

South State Street Tree Schedule
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EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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S. I5TH ST.

zH|

PLANTING KEY NOTES:

@ SOIL AMENDMENT SHALL BE PER CITY OF TACOMA
STANDARD PLAN GSI-01B & GS1-01C

@ RESTORE TO MATCH EXISTING CONDITIONS
@ PLANT TREE, SEE TABLE FOR SPECIES, PER CITY OF
TACOMA STANDARD PLAN LS-01

@ PROTECT TREE PER SPECIFICATION 8-02 AND CITY
OF TACOMA STANDARD PLANS LS-08 THROUGH LS-11

(&) PRUNE TREE, SHRUB, OR HEDGE UNDER THE
DIRECTION OF A CERTIFIED ARBORIST
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(7) SOIL AMENDMENT SHALL BE PER CITY OF TACOMA
STANDARD PLAN GSI-01B & GS1-01C
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NOTES:

apoNS

STAKES TO BE ERECTED PARALLEL TO CURB EDGE ———
AND EQUAL DISTANCE
FROM THE TRUNK

PLANTING INCLUDES REMOVAL OF STAKES ONE YEAR AFTER INSTALLATION.

SHAPE SOIL SURFACE TO PROVIDE 4' DIA WATERING RING.

TREE CLEARANCE SHALL BE PER STD PLAN LS-02.

SEE STD PLAN LS-03 FOR TREE WELL DIMENSION DETAIL.

ROOT BARRIERS SHALL BE AN INJECTION MOLDED OR EXTRUDED MODULAR COMPONENT
MADE OF HIGH DENSITY POLYPROPYLENE OR POLYETHYLENE PLASTIC. 18" DEPTH X 10'
LENGTH ROOT BARRIER IS REQUIRED ALONG EDGE OF ROADWAYS, CURBS, DRIVEWAYS,
TRAILS, SIDEWALKS, OR OTHER STRUCTURES WHERE ROOT BALL IS WITHIN 4 FEET.
INSTALL ROOT BARRIER FOR NEWLY PLANTED TREES ONLY.

MULCH TREE PIT MIN 5' LENGTH AND FULL PLANTING STRIP WIDTH BETWEEN CUR
SIDEWALK, FOR PLANTING STRIPS LESS THAN 6' WIDE; OR PROVIDE 5' DIA MULCH
FOR PLANTING STRIPS WIDER THAN 6'.

SIDEWALK
S

B AND
RING,

@

NI N

N
N
RN~

18" DEEP LINEAR ROOT BARRIER ‘\<: 3" MAX
\i\\ ok
N

3" RING AROUND TRUNK OF TREE TQ
REMAIN FREE OF MULCH

ROOT MASS EDGE TO NOT BE———— |

PENETRATED BY STAKES

PLAN

N
N
SNNVESRNY

PR N NN NN
R N N N NN NN
N N N N NN NN

CURB

A N N RN NN

"CHAINLOCK" OR EQUAL TREE TIE MATERIAL (1" SEID) NAIL OR
STAPLE TREE TIE MATERIAL TO STAKE TO HOLD VERTICALLY.
LOOP EACH TIE AROUND HALF TREE LOOSELY TO PROVIDE 1"
SLACK FOR TRUNK GROWTH

NOTES:

STAKE TREES PER STD PLAN NO. LS-01.

SLOPES STEEPER THAN 2:1 MAY REQUIRE AN APPROVES EMBANKMENT STABILIZATION
SYSTEM TO CREATE A LEVEL TREE PIT SUCH AS

-ROCK FACING

-PRECAST CONCRETE WALL UNITS

-TIMBER WALL

-MANUFACTURED SLOPE RETENTION UNITS

"CHAINLOCK" OR EQUAL TREE TIE MATERIAL (1" SEID) NAIL OR STAPLE TREE TIE MATERIAL
TO STAKE TO HOLD VERTICALLY. LOOP EACH TIE AROUND HALF TREE LOOSELY TO
PROVIDE 1" SLACK FOR TRUNK GROWTH.

STAKE TREE WITH (2) TREATED 2"@ ROT RESISTANT DOWELED WOOD TREE STAKES 6' TO
8'IN LENGTH LOCATED OUTSIDE OF ROOT MASS.

SHAPE SOIL TO PROVIDE 3' DIAMETER OR ROOTBALL DIAMETER, WHICHEVER IS GREATER,
WATERING RING.

REMOVE ALL WIRE, STRINGS AND BURLAP MATERIAL FROM ROOTBALL.

TREE TIE ATTACHMENT TO TRUNK NO
GREATER THAN 1/3 TREE HEIGHT

STAKE TREE WITH (2) TREATED 2"'@ ROT RESISTANT DOWELED
WOOD TREE STAKES 6' TO 8' IN LENGTH LOCATED OUTSIDE OF

3"-4" (SETTLED) ARBORIST WOOD CHIP
MULCH DEPTH, TAPERED AT TRUNK \

TOP OF ROOT BARRIER 1" ABOVE FINISH GRADE
18" DEEP LINEAR ROOT BARRIER; PLACE
PRIOR TO PLACEMENT OF NEW PAVEMENT TO
PREVENT UNDERMINING
KIS VICREEAN
SIDEWALK
N

)
ROUGHEN SIDES OF PLANTING PIT TO MAXIMIZE EXCAVATED ;
AREA WITHOUT UNDERMINING ADJACENT PAVING/CURB

MATERIAL FROM ROOTBALL

ROOT MASS
2'MIN 26" MIN SET TOP OF ROOT CROWN 2" ABOVE ADJACENT CURB
- = & SIDEWALK GRADE

DRIVE STAKE OUTSIDE OF ROOT MASS EDGE

PLANTING SOIL LEVEL 1" BELOW ADJ. PAVED SURFACE

5

STD. CURB AND GUTTER

BEFORE DIGGING TO AVOID OVEREXCAVATION)

//\{\// /\\/§ \/§\/\\/7 Y, " '
R R \\((\\{/\\/ﬂf/\\/( DRIVE STAKES 6" TO 1' INTO UNDISTURBED
REMOVE ALL WIRE, STRINGS AND BURLAP N \ ANIN 2 | 2N SOIL BELOW ROOTBALL

P N NN
AAALAANANNNNNNNANNNNNY

BASE SO ROOTBALL WILL NOT SINK)

UNDISTURBED SUBGRADE (PROVIDES FIRM/ MIN WIDTH OF TREE PIT
=2 TIMES ROOTBALL
DIAMETER

MULCH AREA TO BE

CLEAR OF GRASS, WEEDS ETC.

ELEVATION

~. TREE PIT DEPTH = ROOTBALL DEPTH (MEASURE

CALL BEFORE YOU DIG

EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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