
GENERAL TRAFFIC CONTROL
NOTES

1. TRAFFIC CONTROL ELEMENTS, SPACING, TAPERS, AND
REQUIREMENTS OF TEMPORARY TRAFFIC CONTROL SHALL
BE IN ACCORDANCE WITH THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES (MUTCD) PART 6 (LATEST
EDITION WITH APPLICABLE AMENDMENTS AND REVISIONS
PER CHAPTER 468-95 OF THE WAC, THE WSDOT STANDARD
SPECIFICATIONS, AND THE CITY OF TACOMA TRAFFIC
CONTROL HANDBOOK.

2. ANY PERMANENT TRAFFIC CONTROL ELEMETS (E.G.,
SIGNING, STRIPING) THAT WOULD BE IN CONFLICT WITH
THE TEMPORARY TRAFFIC CONTROL ELEMENTS SHALL BE
COVERED (OR REMOVED AND REPLACED) WITH PRIOR
APPROVAL OF THE CITY OF TACOMA.

3. PARKING RESTRICTIONS TO BE IMPLEMENTED THROUGH
ADVANCE PLACEMENT (AT LEAST 72 HOURS IN ADVANCE)
OF NO PARKING SIGNS WITH CLEARLY PRESENTED DATE
AND DURATION OF PARKING RESTRICTIONS.

4. PRIMARY OR ALTERNATE ACCESS (VEHICULAR OR
PEDESTRIAN) TO AFFECTED PROPERTIES MUST BE
MAINTAINED AT ALL TIMES PER SECTION 1-07.23 OF THE
STANDARD SPECIFICATIONS.

5. INFORM IN ADVANCE (AT LEAST 10 WORKING DAYS) AND
COORDINATE WITH PIERCE TRANSIT REGARDING IMPACTS
TO, AND POSSIBLE RELOCATIONS OF, BUS STOPS
AFFECTED BY THE WORK AREAS AND/OR TRAFFIC
CONTROL ELEMENTS.

6. THE PLAN DEPICTION OF THE NUMBER OF CHANNELIZING
DEVICES NEEDED IS AN APPROXIMATION; ADDITIONAL
CHANNELIZING DEVICES MAY BE NECESSARY TO
IMPLEMENT THE PRESCRIBED TRAFFIC CONTROL..

7. TRAFFIC CONTROL DELINEATORS AT CORNERS MAY
REQUIRE FIELD ADJUSTMENT BASED ON LARGE VEHICLE
TURNING NEEDS.

8. ADJUST AND MODIFY TRAFFIC CONTROL DEVICES AS
DIRECTED BY THE ENGINEER.

9. STEADY BURNING WARNING LIGHTS (TYPE C PER MUTCD)
SHALL BE USED TO DELINEATE CHANNELIZING DEVICES AT
NIGHT AND IN LOW-LIGHT CONDITIONS.

10. NO SIGNS SHALL BE PLACED, SUCH AS TO OBSCURE
VISIBILITY OF OTHER TRAFFIC SIGNS AND/OR VISIBILITY OF
DRIVERS AND PEDESTRIANS USING THE ROADWAY.

11. CONTRACTOR SHALL INFORM AFFECTED BUSINESSES AND
OTHER IDENTIFIED STAKEHOLDERS 2 WEEKS IN ADVANCE
OF ON-STREET PARKING AND/OR ACCESS RESTRICTIONS IN
PREPARATION FOR ESTABLISHING WORK ZONES.

12. TEMPORARY TRAFFIC CONTROL FOR PAVEMENT MARKING
WORK MAY BE ABLE TO BE PERFORMED VIA SHOWN PLANS
(OR MOBILE VARIANT THEREOF), AND/OR WILL REQUIRE
SPECIFIC PLAN(S) TO BE DEVELOPED AND SUBMITTED FOR
CITY OF TACOMA REVIEW AND APPROVAL.

13. ANY PROPOSED TEMPORARY TRAFFIC CONTROL SET-UP
EVEN IF BASED ON WHAT IS SHOWN IN THE PLANS, MAY
REQUIRE, WHEN REQUESTED BY THE CITY OF TACOMA, AS
SITE-SPECIFIC PLAN TO BE DEVELOPED BY THE
CONTRACTOR FOR CITY OF TACOMA REVIEW AND
APPROVAL.

14. PORTABLE CHANGEABLE MESSAGE SIGNS (PCMS) ARE
REQUIRED TO BE IN PLACE AT LEAST FIVE (5) CALENDAR
DAYS BEFORE CONSTRUCTION BEGINNING WHEN
AFFECTING THE FLOW AND OPERATION OF AN
ARTERIAL-RELATED INTERSECTION, BUT CAN BE
REPLACED WITH STATIC SIGNS CONVEYING THE SAME
INFORMATION THEREAFTER.

15. ALL NIGHT WORK SHALL HAVE A UNIFORMED POLICE
OFFICER FOR SECURITY

S. FERRY ST.

S. STATE ST.

TTC #1 (PAVING, DRAINAGE, SIDEWALK,
PLANTING, SIGNAL, AND PAVEMENT MARKINGS)

TTC #10 (SIDEWALK)

S. SPRAGUE AVE.
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TTC #3 (PAVING, DRAINAGE, SIDEWALK,
PLANTING, SIGNAL, AND PAVEMENT MARKINGS)

TTC #8 (PAVING, DRAINAGE, SIDEWALK,
AND PLANTING)

TTC #9 (PAVING, DRAINAGE, SIDEWALK,
AND PLANTING)

TTC #10 (SIDEWALK)
TTC #2 (PAVING, DRAINAGE, SIDEWALK,
PLANTING, SIGNAL, AND PAVEMENT MARKINGS)

TTC #10 (SIDEWALK)

TTC #4 (PAVING, DRAINAGE, SIDEWALK,
PLANTING, SIGNAL, AND PAVEMENT MARKINGS)

TTC #5 (PAVING, DRAINAGE, AND
PAVEMENT MARKINGS)

TTC #6 (PAVING, AND
PAVEMENT MARKINGS)

TTC #7 (PAVING, DRAINAGE, PLANTING,
SIGNAL, AND PAVEMENT MARKINGS)

TTC #10 (SIDEWALK)

TTC #3 (PAVING, DRAINAGE, SIDEWALK,
PLANTING, SIGNAL, AND PAVEMENT MARKINGS)

TTC #8 (PAVING, DRAINAGE, SIDEWALK,
AND PLANTING)

TTC #9 (PAVING, DRAINAGE, SIDEWALK,
AND PLANTING)

TTC #10 (SIDEWALK)
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TEMPORARY TRAFFIC CONTROL SET-UP #1:
USE AT THE INTERSECTIONS OF S. FERRY ST. AND S. STATE ST. WITH S. 12TH ST. TO PERFORM PAVING, DRAINAGE, SIDEWALK, PLANTING, SIGNAL, AND PAVEMENT MARKING WORK IN THE CONTRACT.

(NOT TO SCALE)
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WORK
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FLAGGING STATION

TEMPORARY SIGN LOCATION

CHANNELIZING DEVICES

PROTECTIVE VEHICLE (SEE NOTE 7)

NOTES:

1)  ALL SIGNS ARE BLACK ON ORANGE.

2)  EXTEND DEVICE TAPER AT L/3 ACROSS  SHOULDER, 3 DEVICES MINIMUM.

3)  IF A SIGNAL IS PRESENT, IT SHALL BE SET TO "RED FLASH MODE"
DURING FLAGGING OPERATIONS.

4)  NIGHT WORK REQUIRES ADDITIONAL ROADWAY LIGHTING AT FLAGGING
STATIONS.  SEE THE STANDARD SPECIFICATIONS FOR ADDITIONAL DETAILS.

5)  MAINTAIN MINIMUM 10-FOOT LANES AT ALL TIMES.

6)  SEE SPECIAL PROVISIONS FOR WORK HOUR RESTRICTIONS.
7)  PROTECTIVE VEHICLE REQUIRED WHERE POSTED SPEED LIMIT IS 45 MPH.

OTHERWISE, USED AT CONTRACTOR'S DISCRETION AND EXPENSE.

50 TO
300 FT.

50 TO 100 FT.
6-DEVICE

MIN.

50 TO 100 FT.
6-DEVICE

MIN.

W20-1
48 IN. x 48 IN. W20-4

48 IN. x 48 IN.

W20-7A
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

 (OPTIONAL IF 40
MPH OR LESS)

W20-7B
48 IN. x 48 IN.

(OPTIONAL IF 40
MPH OR LESS)

W20-1
48 IN. x 48 IN.

W20-7A
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

 (OPTIONAL IF 40
MPH OR LESS)

W20-1
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

W20-7A
48 IN. x 48 IN.

LEGEND

CHANNELIZATION DEVICE
SPACING (FT)

35 - 45
25 - 30

POSTED
SPEED (MPH) TAPER TANGENT

30 60
20 40

BUFFER DATA (B, R)
LONGITUDINAL  BUFFER SPACE = B

MPH
LENGTH (FT)

25 30 35 40 45
155 200 250 305 360

BUFFER VEHICLE ROLL AHEAD DISTANCE = R
TRANSPORTABLE ATTENUATOR
MINIMUM HOST VEHICLE WEIGHT 15,000 LBS. THE
MAXIMUM WEIGHT SHALL BE IN ACCORDANCE
WITH THE MANUFACTURER'S RECOMMENDATION.
PROTECTIVE VEHICLE
MAY BE A WORK VEHICLE STRATEGICALLY LOCATED
TO SHIELD THE WORK AREA.

30 FEET MIN.
TO

100 FEET MAX.

NO SPECIFIED
DISTANCE
REQUIRED

RURAL ROADS, URBAN ARTERIALS,
RESIDENTIAL, AND BUSINESS DISTRICTS

SIGN SPACING = X  (1)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
     INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
     ROADWAY CONDITIONS.

RURAL ROADS AND URBAN ARTERIALS 35 / 40 MPH 350 ±

200 ±  (2)25 / 30 MPH

TYPE OF ROADWAY POSTED SPEED SIGN
SPACING (FT)

RURAL ROADS AND URBAN ARTERIALS 45 MPH 500 ±

LANE
WIDTH

(FT)

MINIMUM LANE CLOSURE
 TAPER LENGTH = L (FT)

25 30 35 40 45
105 150 205 270
115 165 225 295

10
11

POSTED SPEED (MPH)

450
495

125 180 245 32012 540
(NOT TO SCALE)

X
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1

FLAGGING STATION

TEMPORARY SIGN LOCATION

CHANNELIZING DEVICES

PROTECTIVE VEHICLE (SEE NOTE 8)

DEVICE SPACING  1/2  DISTANCE
FOR OPPOSING TRAFFIC DEVICES

X NOTES:

1) EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER, 3 DEVICES MINIMUM.

2) IF A SIGNAL IS PRESENT, IT SHALL BE SET TO "RED FLASH MODE"
DURING FLAGGING OPERATIONS.

3) LAW ENFORCEMENT OFFICER(S) REQUIRED FOR SIGNALIZED INTERSECTION
TRAFFIC CONTROL.

4) MAINTAIN A MINIMUM OF ONE ACCESS POINT FOR EACH
BUSINESS WITHIN WORK AREA LIMITS.

5) ALL SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE DESIGNATED.

6) MAINTAIN MINIMUM 10-FOOT LANES AT ALL TIMES.

7) SEE SPECIAL PROVISIONS FOR WORK HOUR RESTRICTIONS.

8) PROTECTIVE VEHICLE REQUIRED WHERE POSTED SPEED LIMIT IS 45 MPH.
OTHERWISE, USED AT CONTRACTOR'S DISCRETION AND EXPENSE.

W20-1
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

W20-7A
48 IN. x 48 IN.

ROAD
WORK
AHEAD

ONE LANE
ROAD
AHEAD

BE
PREPARED

TO STOP

1

1

1
W20-7A

48 IN. x 48 IN.
W20-7B

48 IN. x 48 IN.
W20-1

48 IN. x 48 IN.

W20-1
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

1

W20-7A
48 IN. x 48 IN.

WORK
AREA

W20-7A
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

W20-1
48 IN. x 48 IN.

LEGEND

BUFFER DATA (B, R)
LONGITUDINAL  BUFFER SPACE = B

MPH
LENGTH (FT)

25 30 35 40 45
155 200 250 305 360

BUFFER VEHICLE ROLL AHEAD DISTANCE = R
TRANSPORTABLE ATTENUATOR
MINIMUM HOST VEHICLE WEIGHT 15,000 LBS. THE
MAXIMUM WEIGHT SHALL BE IN ACCORDANCE
WITH THE MANUFACTURER'S RECOMMENDATION.
PROTECTIVE VEHICLE
MAY BE A WORK VEHICLE STRATEGICALLY LOCATED
TO SHIELD THE WORK AREA.

30 FEET MIN.
TO

100 FEET MAX.

NO SPECIFIED
DISTANCE
REQUIRED

CHANNELIZATION DEVICE
SPACING (FT)

35 - 45
25 - 30

POSTED
SPEED (MPH) TAPER TANGENT

30 60
20 40

LANE
WIDTH

(FT)

MINIMUM LANE CLOSURE
 TAPER LENGTH = L (FT)

25 30 35 40 45
105 150 205 270
115 165 225 295

10
11

POSTED SPEED (MPH)

450
495

125 180 245 32012 540
RURAL ROADS, URBAN ARTERIALS,
RESIDENTIAL, AND BUSINESS DISTRICTS

SIGN SPACING = X  (1)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
     INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
     ROADWAY CONDITIONS.

RURAL ROADS AND URBAN ARTERIALS 35 / 40 MPH 350 ±

200 ±  (2)25 / 30 MPH

TYPE OF ROADWAY POSTED SPEED SIGN
SPACING (FT)

RURAL ROADS AND URBAN ARTERIALS 45 MPH 500 ±
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W20-1
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

W20-7A
48 IN. x 48 IN.

ROAD
WORK
AHEAD

ONE LANE
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AHEAD

BE
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1

1

1

W20-7A
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

W1-4L
48 IN. x 48 IN.

W20-1
48 IN. x 48 IN.

R4-7B
24 IN. x 30 IN.
BLACK/WHITE

W20-1
48 IN. x 48 IN.

W20-5C
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

1

W20-7A
48 IN. x 48 IN.

WORK
AREA

W20-7A
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

W20-1
48 IN. x 48 IN.

CENTER LANE
CLOSED
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KEEP

RIGHT

NOTES:

1) EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER, 3 DEVICES
MINIMUM.

2) IF A SIGNAL IS PRESENT, IT SHALL BE SET TO "RED FLASH MODE"
DURING FLAGGING OPERATIONS.

3) LAW ENFORCEMENT OFFICER(S) REQUIRED FOR SIGNALIZED
INTERSECTION TRAFFIC CONTROL.

4) FOR SPEED LIMIT OF 30 MPH OR LESS USE W1-3 SIGN INSTEAD OF
W1-4 SIGN.

5) MAINTAIN A MINIMUM OF ONE ACCESS POINT FOR EACH BUSINESS
WITHIN WORK AREA LIMITS.

6) ALL SIGNS ARE BLACK ON ORANGE UNLESS OTHERWISE DESIGNATED.

7) MAINTAIN MINIMUM 10-FOOT LANES AT ALL TIMES.

8) SEE SPECIAL PROVISIONS FOR WORK HOUR RESTRICTIONS.

9) PROTECTIVE VEHICLE REQUIRED WHERE POSTED SPEED LIMIT IS 45
MPH. OTHERWISE, USED AT CONTRACTORS DISCRETION AND EXPENSE.

LEGEND
FLAGGING STATION

TEMPORARY SIGN LOCATION

CHANNELIZING DEVICES

PROTECTIVE VEHICLE (SEE NOTE 9)

OPTIONAL IF 40 MPH OR LESS

L/2 DEVICE SPACING 1/2 DISTANCE
FOR OPPOSING TRAFFIC DEVICES

X
X

X
X

X L/2 B

X X
R

X X L/2 X X

DEVICE SPACING 1/2
DISTANCE FOR OPPOSING

TRAFFIC DEVICES

L/2

X
X

X
X

SIGN SPACING = X  (1)

TYPE OF ROADWAY POSTED SPEED
SIGN

SPACING (FT)
RURAL ROADS AND URBAN ARTERIALS 45 MPH 500 ±
RURAL ROADS AND URBAN ARTERIALS 35 / 40 MPH 350 ±
RURAL ROADS, URBAN ARTERIALS,
RESIDENTIAL, AND BUSINESS DISTRICTS 25 / 30 MPH 200 ± (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE INTERSECTIONS
     AND DRIVEWAYS
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT ROADWAY
     CONDITIONS

BUFFER DATA (B, R)
LONGITUDINAL BUFFER SPACE = B

MPH 25 30 35 40 45
LENGTH (FT) 155 200 250 305 360

BUFFER VEHICLE ROLL AHEAD DISTANCE = R
TRANSPORTABLE ATTENUATOR 30 FEET MIN.

TO
100 FEET MAX.

MINIMUM HOST VEHICLE WEIGHT 15,000 LBS. THE
MAXIMUM WEIGHT SHALL BE IN ACCORDANCE WITH
THE  MANUFACTURER'S RECOMMENDATION.
PROTECTIVE VEHICLE NO SPECIFIED

DISTANCE
REQUIRED

MAY BE A WORK VEHICLE STRATEGICALLY LOCATED TO
SHIELD THE WORK AREA.

CHANNELIZATION DEVICE
SPACING (FT)

POSTED
SPEED (MPH) TAPER TANGENT

35 - 45 30 60
25 - 30 20 40

MINIMUM LANE CLOSURE
TAPER LENGTH = L (FT)

LANE
WIDTH

(FT)

POSTED SPEED (MPH)

25 30 35 40 45
10 105 150 205 270 450
11 115 165 225 295 495
12 125 180 245 320 540

(NOT TO SCALE)

FLAGGING STATION

TEMPORARY SIGN LOCATION
CHANNELIZING DEVICES
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE (SEE NOTE 8)

NOTES:
1)  EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER, 3 DEVICES MINIMUM.

2)  IF A SIGNAL IS PRESENT, IT SHALL BE SET TO "RED FLASH MODE"
DURING FLAGGING OPERATIONS.

3)  LAW ENFORCEMENT OFFICER(S) REQUIRED FOR SIGNALIZATION INTERSECTION
TRAFFIC CONTROL.

4)  MAINTAIN A MINIMUM OF ONE ACCESS POINT FOR EACH BUSINESS
WITHIN WORK AREA LIMITS.

5)  ALL SIGNS ARE BLACK ON ORANGE.

6)  MAINTAIN MINIMUM 10-FOOT LANE WIDTH AT ALL TIMES.

7)  SEE SPECIAL PROVISIONS FOR WORK HOUR RESTRICTIONS.
8)  PROTECTIVE VEHICLE REQUIRED WHERE POSTED SPEED LIMIT IS 45 MPH.

OTHERWISE, USED AT CONTRACTOR'S DISCRETION AND EXPENSE.

OPTIONAL IF 40 MPH OR LESS1

LEGEND

BUFFER DATA (B, R)
LONGITUDINAL  BUFFER SPACE = B

MPH
LENGTH (FT)

25 30 35 40 45
155 200 250 305 360

BUFFER VEHICLE ROLL AHEAD DISTANCE = R
TRANSPORTABLE ATTENUATOR
MINIMUM HOST VEHICLE WEIGHT 15,000 LBS. THE
MAXIMUM WEIGHT SHALL BE IN ACCORDANCE
WITH THE MANUFACTURER'S RECOMMENDATION.
PROTECTIVE VEHICLE
MAY BE A WORK VEHICLE STRATEGICALLY LOCATED
TO SHIELD THE WORK AREA.

30 FEET MIN.
TO

100 FEET MAX.

NO SPECIFIED
DISTANCE
REQUIRED

CHANNELIZATION DEVICE
SPACING (FT)

35 - 45
25 - 30

POSTED
SPEED (MPH) TAPER TANGENT

30 60
20 40

RURAL ROADS, URBAN ARTERIALS,
RESIDENTIAL, AND BUSINESS DISTRICTS

SIGN SPACING = X  (1)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
     INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
     ROADWAY CONDITIONS.

RURAL ROADS AND URBAN ARTERIALS 35 / 40 MPH 350 ±

200 ±  (2)25 / 30 MPH

TYPE OF ROADWAY POSTED SPEED SIGN
SPACING (FT)

RURAL ROADS AND URBAN ARTERIALS 45 MPH 500 ±
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W20-1
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W20-7A
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X
X

X
X

L X X X

WORK
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XX
B

L/2

R

ROAD
WORK
AHEAD

BE
PREPARED

TO STOP

1

W20-7A
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

W20-5R
48 IN. x 48 IN.

W4-2R
48 IN. x 48 IN.

W20-1
48 IN. x 48 IN.

RIGHT LANE
CLOSED
AHEAD

X
X

X
X

BE
PREPARED

TO STOP

ONE LANE
ROAD
AHEAD

ROAD
WORK
AHEAD

1

W20-7A
48 IN. x 48 IN.

W20-1
48 IN. x 48 IN.

W20-4
48 IN. x 48 IN.

W20-7B
48 IN. x 48 IN.

X X L X XL/2X

BE
PREPARED

TO STOP

RIGHT LANE
CLOSED
AHEAD

ROAD
WORK
AHEADW20-1

48 IN. x 48 IN.

W20-5R
48 IN. x 48 IN.

W4-2R
48 IN. x 48 IN.

1

W20-7B
48 IN. x 48 IN.

W20-7A
48 IN. x 48 IN.

LANE
WIDTH

(FT)

MINIMUM LANE CLOSURE
 TAPER LENGTH = L (FT)

25 30 35 40 45
105 150 205 270
115 165 225 295

10
11

POSTED SPEED (MPH)

450
495

125 180 245 32012 540

TEMPORARY TRAFFIC CONTROL SET-UP #2:
USE AT THE INTERSECTIONS OF S. 15TH ST. AND S. STATE ST. TO PERFORM PAVING, DRAINAGE, SIDEWALK, PLANTING, SIGNAL, AND PAVEMENT MARKING WORK IN THE CONTRACT.

TEMPORARY TRAFFIC CONTROL SET-UP #3:
USE ALONG THE S. FERRY ST., S. STATE ST. AND S. 14TH ST. CORRIDORS TO PERFORM PAVING, DRAINAGE, SIDEWALK, PLANTING, SIGNAL, AND PAVEMENT MARKING WORK IN THE CONTRACT.

TEMPORARY TRAFFIC CONTROL SET-UP #4:
USE AT THE INTERSECTIONS OF S. 14TH ST. AND S. SPRAGUE AVE. TO PERFORM PAVING, DRAINAGE, SIDEWALK, PLANTING, SIGNAL, AND PAVEMENT MARKING WORK IN THE CONTRACT.
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TEMPORARY TRAFFIC CONTROL SET-UP #5:
USE ON S. SPRAGUE AVE. ST S. 14TH ST. TO PERFORM THE WORK IN THE
CONTRACT, SUCH AS PAVING, DRAINAGE, AND CHANNELIZATION WORK.

TEMPORARY TRAFFIC CONTROL SET-UP #6:
USE ON S. SPRAGUE AVE. ST S. 14TH ST. TO PERFORM THE WORK IN THE
CONTRACT, SUCH AS PAVING AND CHANNELIZATION WORK.

TEMPORARY TRAFFIC CONTROL SET-UP #7:
USE ON S. SPRAGUE AVE. ST S. 14TH ST. TO PERFORM THE WORK IN THE
CONTRACT, SUCH AS PAVING, DRAINAGE, PLANTING AND CHANNELIZATION WORK.

TEMPORARY TRAFFIC CONTROL SET-UP #8:
USE ALONG THE S. FERRY ST., S. STATE ST., AND S. 14TH ST. CORRIDORS TO PERFORM
PAVING, DRAINAGE, SIDEWALK AND PLANTING WORK IN CONTRACT.

TEMPORARY TRAFFIC CONTROL SET-UP #9:

TEMPORARY TRAFFIC CONTROL SET-UP #10:
USE ALONG THE S. 12TH ST, S. 14TH ST., S. 15TH ST., S. FERRY ST., S. STATE ST., AND S. SPRAGUE AVE.
CORRIDORS, WHERE SIDEWALK WORK IS OCCURRING ALONG PARKING AREAS.

USE ALONG THE S. FERRY ST., S. STATE ST., AND S. 14TH ST. CORRIDORS TO PERFORM
PAVING, DRAINAGE, SIDEWALK AND PLANTING WORK IN CONTRACT.
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