
CL

VARIES

1'

VARIES

1'VARIESVARIES
(SEE CONSTRUCTION

PLAN SHEETS FOR
LANE WIDTH)

(SEE CONSTRUCTION
PLAN SHEETS FOR

LANE WIDTH)

GUTTER GRADE

NEW CURB & GUTTER

EXISTING ASPHALT SURFACE

VARIES

1'

EX. CURB & GUTTER
VARIES EX. CURB & GUTTER

1'

CL

VARIES

1'

VARIES

1'VARIESVARIES
(SEE CONSTRUCTION

PLAN SHEETS FOR
LANE WIDTH)

(SEE CONSTRUCTION
PLAN SHEETS FOR

LANE WIDTH)

VARIESVARIES
(SEE DEMOLITION
PLAN SHEETS FOR

LANE WIDTH)

(SEE DEMOLITION
PLAN SHEETS FOR

LANE WIDTH)

CL

GRIND 0" AT CENTER TO 2" AT GUTTER EDGE
 OF EXISTING ASPHALT SURFACE

GRIND 0" AT CENTER TO 2" AT GUTTER EDGE
OF EXISTING ASPHALT SURFACE

EXISTING ASPHALT SURFACE

CL

VARIES

1'

VARIES

1'VARIESVARIES
(SEE CONSTRUCTION

PLAN SHEETS FOR
LANE WIDTH)

(SEE CONSTRUCTION
PLAN SHEETS FOR

LANE WIDTH)

GUTTER GRADE

EXISTING ASPHALT SURFACE

NEW CURB & GUTTER AND
REPAIR PER DETAIL

NEW CURB & GUTTER INSTALLATION
ROADWAY EXCAVATION LIMIT FOR 

6" CRUSHED SURFACING TOP COURSE

4" HMA CL. 1/2" PG 58H-22 (2- LIFTS)

1 FT.

EXISTING ASPHALT

VARIES

SIDEWALK

2" HMA CL. 12"
PG 58H-22

REMOVE PAVEMENT
(GRIND) AND OVERLAY2"

NATIVE SOIL

4 FT. 1 FT.

NEW CEMENT CONCRETE TRAFFIC
CURB & GUTTER PER CITY OF
TACOMA STANDARD PLAN SU-03.

CL

1-B
-

TYPICAL CROSS-SECTION
GRIND & OVERLAY

2
-

TYPICAL CROSS-SECTION
RESIDENTIAL STREET WEDGE CURB & GUTTER

3
-

TYPICAL CROSS-SECTION
GRIND & OVERLAY WITH NEW CURB & GUTTER

4
-

TYPICAL CROSS-SECTION
RESIDENTIAL STREET WITH CURB & GUTTER

5
-

N.T.S.
SEE PLANS

TYPICAL ROADWAY EXCAVATION
NEW CONC. CURB & GUTTER INSTALLATION

 3" HMA CL 12" PG 58H-22

2" CSTC
5" CSBC

NEW CURB & GUTTER

GRIND 2" OF EXISTING ASPHALT SURFACE,
REPLACE WITH 2" HMA CL 12" PG 58H-22 NATIVE SOIL

NATIVE SOIL

GUTTER GRADE

NATIVE SOIL

1'

3" HMA WEDGE CURB PER
COT STD PLAN SU-03A  2" HMA CL 12" PG 58H-22

4" CSBC

VARIES

1'

EX. CURB & GUTTER
VARIES EX. CURB & GUTTER

1'VARIESVARIES
(SEE CONSTRUCTION

PLAN SHEETS FOR
LANE WIDTH)

(SEE CONSTRUCTION
PLAN SHEETS FOR

LANE WIDTH)

CL

EXISTING ASPHALT SURFACE

2" HMA CL 12" PG 58H-22 OVERLAY

NATIVE SOIL

1-A
-

STA: XX+XX.XX TO XX+XX.XX
N.T.S

TYPICAL DEMOLITION CROSS-SECTION
GRIND & OVERLAY

1'

3" HMA WEDGE CURB PER
COT STD PLAN SU-03A

STA: XX+XX.XX TO XX+XX.XX
N.T.S

STA: XX+XX.XX TO XX+XX.XX
N.T.S

STA: XX+XX.XX TO XX+XX.XX
N.T.S

STA: XX+XX.XX TO XX+XX.XX
N.T.S

I.D. + 30" (MAX.)

SAWCUT FULL DEPTH (TYP.)

2" HMA

TRENCH BACKFILL AND BEDDING PER
TACOMA STANDARD DETAIL SU-16

8" CSBC

6
-

N.T.S.
SEE PLANS

TEMPORARY HMA
PATCH TRENCH DETAIL

I.D. + 30" (MAX.)

4" HMA IN TWO
LIFTS

TRENCH BACKFILL AND BEDDING PER
TACOMA STANDARD DETAIL SU-16

6" CSBC

TRENCH / TRENCH
PATCH WIDTH

7
-

N.T.S.
SEE PLANS

HMA PATCH
TRENCH DETAIL

24"
MIN.

EXISTING ASPHALT
PAVEMENT

SAW CUT EDGE
(TYP.)

EXISTING BASE

NATIVE SOIL

NATIVE SOIL

NOTE: PRIOR TO PLACING THE ASPHALT PATCH THE EXISTING
PAVEMENT MUST BE SAW CUT NEATLY AT A MINIMUM OF 24"
BEYOND THE DISTURBANCE CAUSED BY TRENCHING.

EXISTING ASPHALT
PAVEMENT

EXISTING BASE

TRENCH / TRENCH
PATCH WIDTH
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CONCRETE TRANSITION

CEMENT CONCRETE TRAFFIC
CURB PER CITY OF TACOMA
STANDARD PLAN NO. SU-03A

6"

MAINTAIN FLOWLINE

6"

TYPE "D" MOUNTABLE CEMENT
CONCRETE CURB
PER CITY OF TACOMA
STANDARD PLAN NO. SU-03

PERMEABLE
ASPHALT ROADWAY

ASPHALT ROADWAY

8
-

CURB AND GUTTER TO TYPE 'D' MOUNTABLE
CURB TRANSITION DETAIL

N.T.S.

3' ASPHALT
TRANSITION

1'

MAINTAIN FLOWLINE

HMA WEDGE CURB
IN ACCORDANCE WITH
COT STD PLAN SU-03A

ASPHALT ROADWAY

9
-

CURB AND GUTTER TO ASPHALT WEDGE
CURB TRANSITION DETAIL

N.T.S.
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