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PROP. NAME
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ADDRESS #

PROP. NAME
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ADDRESS #
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ADDRESS #
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ADDRESS #
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ADDRESS #

PROP. NAMEPROP. NAME
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PROP. NAME
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PROP. NAME
ADDRESS #
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ADDRESS #
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ROW
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ROW
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375
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59+25 60+00 61+00 62+00 63+00 64+00

EXIST. 8"Ø SANITARY SEWER

EXISTING STORM MH 48"Ø
STA 60+15.14, 6.2' RT
RIM = 362.87
IE = 350.83 (30") S
IE = 350.83 (36") N

EXIST. 36"Ø STORM
SEWER

EXISTING STORM MH 48"Ø
STA ???, ???' ???
RIM = 362.88
IE = 353.63 (12") E
IE = 350.73 (36") S
IE = 350.28 (36") N
IE = 357.70 (8") S
IE = 357.78 (8") S
IE = 350.53 (12") NW
IE = 350.53 (12") NE

EXIST. 36"Ø STORM SEWER

EXISTING STORM CB
STA ???, ???' ???
RIM = 362.16
IE = 350.42 (12") SE

EXISTING STORM CB
STA ???, ???' ???
RIM = 362.18
IE = 350.40 (12") SW

EXIST. 12"Ø STORM SEWER
CONST. CB TYPE 1
STA 60+25.57, 18.6' RT
RIM = 362.19
IE =359.63 (8") N

EX GROUND PROFILE @ CENTERLINE

CONST. STORM MH 54"Ø TYPE 1 W/ CAST-IN-PLACE BASE
STA 60+80.79, 6.1' RT
RIM = 362.25
IE =350.90 (30") S
IE =350.90 (30") N
IE =357.30 (12") NW
IE =357.02 (12") SE

EXIST. 30"Ø STORM SEWER

CONST. CB TYPE 1
STA 60+75.00, 14.2' RT
RIM = 362.04
IE =357.50 (12") SE

CONST. CB TYPE 1
STA 60+95.00, 13.6' LT
RIM = 362.02
IE =357.50 (12") NW

NEW 24 LF 12"Ø PVC SDR 35 STM PIPE @  2.00%

NEW 10 LF 12"Ø PVC SDR 35 STM PIPE @  2.00%

IE = 350.90 (30") N (RECONNECT)
IE = 350.90 (30") S (RECONNECT)

EXIST. 8"Ø
STORM SEWER

EXIST. 8"Ø
STORM SEWER

IE = 359.63 (8") N (RECONNECT)

CONST. CB TYPE 1
STA 60+31.02, 18.2' LT
RIM = 362.19
IE =359.93 (12") NW

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 60+33.45, 4.9' LT
RIM = 362.45
IE = 351.21 (10") S
IE = 351.31 (10") NIE = 354.05 (8") N (RECONNECT)
IE = 357.12 (8") NW (RECONNECT)

NEW 151 LF 10"Ø PVC SDR 35 SAN PIPE @  0.70%

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 61+84.39, 4.2' LT
RIM = 362.96
IE = 350.15 (10") N
IE = 350.05 (8") SIE = 350.04 (8") S (RECONNECT)

EXIST. 30"Ø STORM SEWER

SIDE SEWER TABLE
NAME ADDRESS STATION DIRECTION

X # S. STATE ST. 61+07 LEFT

X # S. STATE ST. 61+77 RIGHT

STORM & SANITARY SEWER NOTES
PROVIDE INLET PROTECTION TO PROPOSED CATCH BASIN
PER SPECIFICATION 8-01 UNTIL END OF CONSTRUCTION
ACTIVITIES
ADJUST 48" MANHOLE TO GRADE PER SPECIFICATION 7-05.
FURNISH FRAME AND NEW COVER.
CONSTRUCT MANHOLE PER WSDOT STD PLAN, SEE PLANS
FOR SIZE
ADJUST CATCH BASIN TO GRADE. REPLACE CONCRETE
RISER RING AND GRATE PER SPECIFICATION 7-05
CONSTRUCT TYPE 1 CATCH BASIN PER WSDOT STD PLAN
B-5.20.01

RECONNECT EXISTING SEWER PIPE TO NEW STRUCTURE

CONNECT NEW SEWER PIPE TO EXISTING STRUCTURE

NOT USED

CONSTRUCT TYPE 2 CATCH BASIN PER WSDOT STD PLAN

CONNECT DISSIMILAR PIPE

CONSTRUCT 60" MANHOLE PER WSDOT STD PLAN

CONSTRUCT 96" MANHOLE PER WSDOT STD PLAN

PLUG AND ABANDON EXISTING PIPE

RECONNECT SIDE SEWER TO NEW MAIN PER
SPECIFICATION 7-18.

1

2

3

4

5

6

7

8

9

10

11

12

13

14

SIDE SEWER NOTES:
1. THE STATIONING PROVIDED IN THE SIDE SEWER TABLE IS

ESTIMATED BASED ON THE VIDEO INSPECTION OF THE MAIN.
THE LOCATION OF THE SIDE SEWER IS UNKNOWN PAST THE
CONNECTION AT THE EXISTING MAIN.

2. IN PAVED STREETS WHERE A CLEANOUT IS IDENTIFIED TO
BE INSTALLED, EXTEND THE REPLACEMENT OF THE SIDE
SEWER PER THE FOLLOWING:
a. TO 2' FRONT OF EXISTING SIDEWALK WHERE A

SIDEWALK IS NOT BEING REPLACED; OR
b. TO 2' BACK OF NEW SIDEWALK WHERE SIDEWALK IS

BEING REPLACED; OR
c. TO 2' BACK OF PROJECTED SIDEWALK WHERE NO

SIDEWALK CURRENTLY EXISTS; OR
d. AS DIRECTED BY THE ENGINEER.

IF THE CLEANOUT LOCATION INTERFERES WITH
EXISTING IMPROVEMENTS NOT IDENTIFIED FOR
REPLACEMENT, SUCH AS CURB AND GUTTER,
DRIVEWAYS, OR MATURE LANDSCAPING, ELIMINATE THE
CLEANOUT AND REPLACE SIDE SEWER TO THE EDGE OF
PAVEMENT OR GRAVEL RESTORATION.
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CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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CONST CL
21"D 21"D 21"D 21"D 21"D 21"D

10
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"D
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"D

10"S 10"S 10"S 10"S 10"S 10"S 10"S

PROP. NAME
ADDRESS # PROP. NAME
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PROP. NAME
ADDRESS #PROP. NAME
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PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
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PROP. NAME
ADDRESS #

PROP. NAME
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PROP. NAME
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PROP. NAME
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PROP. NAME
ADDRESS #

PROP. NAME
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PROP. NAME
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PROP. NAME
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ROW

ROW

30"D

S. STATE ST.
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360
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370

375

380

335

340

345

350

355

360

365

370

375

380
64+00 65+00 66+00 67+00 68+00 69+00

EXIST. 30"Ø STORM SEWER
EXIST. 21"Ø STORM SEWER

EXIST. 8"Ø STORM SEWER

EXIST. 12"Ø STORM SEWER

CONST. CB TYPE 1
STA 66+21.16, 20.6' RT
RIM = 358.28
IE =355.42 (12") SE

CONST. CB TYPE 1
STA 66+23.19, 19.7' LT
RIM = 358.14
IE =356.00 (12") S

CONST. CB TYPE 2
STA 66+73.33, 14.9' LT
RIM = 358.02
IE =353.75 (12") NW
IE =354.02 (12") N
IE =353.85 (12") E

CONST. CB TYPE 2
STA 66+63.55, 19.8' RT
RIM = 357.89
IE =353.75 (12") NE
IE =354.16 (8") SW

EXISTING STORM CB
STA 66+78.58, 46.0' RT
RIM = 355.65
IE = 354.46 (8") NE

EXISTING STORM MH 48"Ø
STA ???, ???' ???
RIM = 358.03
IE = 353.53 (10") W
IE = 353.43 (12") E

CONST. STORM MH 72"Ø TYPE 1
STA 66+49.03, 5.1' RT
RIM = 358.42
IE =351.06 (30") N
IE =351.96 (21") S
IE =353.16 (12") W
IE =352.11 (18") E
IE =355.10 (12") NW
IE =351.35 (12") SW
IE =352.20 (12") SE

NEW 32 LF 12"Ø DI CL50 STM PIPE @ 1.00%

NEW 50 LF 12"Ø DI CL50 STM PIPE @ 3.93%

EXIST. 10"Ø SANITARY SEWER
EXIST. 8"Ø SANITARY SEWER

EXISTING SAN. MH 48."Ø
STA 66+46.92, 29.2' RT
RIM = 358.43
I.E.= 347.88 (8") E
I.E.= 347.83 (10") S

IE = 354.16 (8") SW (RECONNECT)

IE = 351.06 (30") N (RECONNECT)
IE = 351.96(21") S (RECONNECT)
IE = 353.16 (12") W (RECONNECT)
IE = 352.11 (18") E (RECONNECT)

EXISTING SAN. MH 48."Ø
STA 64+05.72, 4.5' LT
RIM = 361.22
I.E.= 349.12 (8") N
I.E.= 349.07 (8") S

EX GROUND PROFILE @ CENTERLINE

CONST. CB TYPE 1
STA 64+25.00, 14.1' RT
RIM = 360.26
IE =355.89 (12") E

CONST. STORM MH 54"Ø TYPE 1 W/ CAST-IN-PLACE BASE
STA 64+25.00, 5.5' RT
RIM = 360.48
IE =351.27 (30") S
IE =351.27 (30") N
IE =355.80 (12") W

NEW 9 LF 12" Ø PVC SDR 35 STM PIPE @ 2.00%

NEW 21 LF 12"Ø PVC SDR 35 STM PIPE @  11.64%

NEW 31 LF 12"Ø PVC SDR 35 STM PIPE @ 4.93%

IE = 351.27 (30") S (RECONNECT)
IE = 351.27 (30") N (RECONNECT)

NEW 14 LF 8"Ø PVC SDR 35 SAN PIPE @  0.36%

CONST. STORM MH 48"Ø TYPE 1
STA 66+42.28, 3.9' LT
RIM = 358.58
IE =347.95 (8") N
IE =348.03 (8") E
IE =347.95 (8") W

IE = 347.88 (10") E (CONNECT)

STORM & SANITARY SEWER NOTES
PROVIDE INLET PROTECTION TO PROPOSED CATCH BASIN
PER SPECIFICATION 8-01 UNTIL END OF CONSTRUCTION
ACTIVITIES
ADJUST 48" MANHOLE TO GRADE PER SPECIFICATION 7-05.
FURNISH FRAME AND NEW COVER.
CONSTRUCT MANHOLE PER WSDOT STD PLAN, SEE PLANS
FOR SIZE
ADJUST CATCH BASIN TO GRADE. REPLACE CONCRETE
RISER RING AND GRATE PER SPECIFICATION 7-05
CONSTRUCT TYPE 1 CATCH BASIN PER WSDOT STD PLAN
B-5.20.01

RECONNECT EXISTING SEWER PIPE TO NEW STRUCTURE

CONNECT NEW SEWER PIPE TO EXISTING STRUCTURE

NOT USED

CONSTRUCT TYPE 2 CATCH BASIN PER WSDOT STD PLAN

CONNECT DISSIMILAR PIPE

CONSTRUCT 60" MANHOLE PER WSDOT STD PLAN

CONSTRUCT 96" MANHOLE PER WSDOT STD PLAN

PLUG AND ABANDON EXISTING PIPE

RECONNECT SIDE SEWER TO NEW MAIN PER
SPECIFICATION 7-18.

1
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FOR S. 14TH ST.
STORM & SANITARY SEWER PLAN

SEE SHEET (S) SS-4
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CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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335

340

345

350

355

360

365

370

375

380

335

340

345

350

355

360

365

370

375

380
69+00 70+00 71+00 72+00 73+00 74+00

EXIST. 21"Ø STORM SEWER

EXISTING STORM MH 48"Ø
STA 72+92.34, 4.8' RT
RIM = 362.24
IE = 354.74 (21") N
IE = 355.79 (10") W
IE = 356.24 (12") NW
IE = 356.24 (12") SW
IE = 356.24 (8") NE
IE = 356.24 (8") E

EXISTING STORM CB
STA 73+10.69, 57.0' LT
RIM = 361.41
IE = 359.74 (8") W

CONST. CB TYPE 1
STA 73+20.27, 18.5' RT
RIM = 361.71
IE =356.86 (12") NE

CONST. CB TYPE 1
STA 72+65.78, 47.7' RT
RIM = 362.27
IE =357.37 (12") SE

EXISTING STORM CB
STA 72+64.90, 56.7' LT
RIM = 361.29
IE = 358.69 (8") SW

EXIST. 8"Ø STORM SEWER

EXIST. 8"Ø STORM SEWER

NEW 31 LF 12"Ø PVC SDR 35 STM PIPE @ 2.00%

NEW 50 LF 12"Ø PVC SDR 35 STM PIPE @ 2.25%

EXIST. 10"Ø SANITARY SEWER
EXIST. 8"Ø SANITARY SEWER

EXIST. 8"Ø SANITARY SEWER

EXISTING SAN. MH 48."Ø
STA 72+98.28, 15.2' RT
RIM = 363.56

IE = 356.24 (12") NW (CONNECT)
IE = 356.24 (12") SW (CONNECT)

CONST. CB TYPE 1
STA 69+96.26, 15.2' LT
RIM = 359.83
IE =355.83 (12") NW

NEW 26 LF 12"Ø PVC SDR 35 STM PIPE @ 1.65%

EXISTING SAN. MH 48."Ø
STA 69+71.55, 25.3' RT
RIM = 359.97
I.E.= 347.17 (10") N
I.E.= 347.17 (10") S

CONST. CB TYPE 1
STA 69+45.38, 20.9' RT
RIM = 359.62
IE =356.98 (12") SE

CONST. CB TYPE 1
STA 69+85.83, 21.1' RT
RIM = 359.50
IE =355.58 (12") E

CONST. STORM MH 48"Ø TYPE 1
STA 69+79.45, 4.6' RT
RIM = 359.84
IE =353.49 (21") N
IE =353.55 (21") S
IE =355.40 (12") SE
IE =356.60 (12") NW
IE =355.70 (12") W
IE =353.63 (12") W

NEW 18 LF 12"Ø DI CL50 STM PIPE @  0.68% EX GROUND PROFILE @ CENTERLINE

IE = 353.55 (21") S (RECONNECT)

NEW 11 LF 12"Ø PVC SDR 35 STM PIPE @  4.37%

NEW 8 LF 21"Ø PVC SDR 35 STM PIPE @  0.10%

NEW 38 LF 12"Ø
DI CL50 STM PIPE @  1.01%
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CONST CL
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ROW ROW

ROW

ROW ROW ROW

ROW ROW
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ROW ROW ROW

S. STATE ST.
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T.

STORM & SANITARY SEWER NOTES
PROVIDE INLET PROTECTION TO PROPOSED CATCH BASIN
PER SPECIFICATION 8-01 UNTIL END OF CONSTRUCTION
ACTIVITIES
ADJUST 48" MANHOLE TO GRADE PER SPECIFICATION 7-05.
FURNISH FRAME AND NEW COVER.
CONSTRUCT MANHOLE PER WSDOT STD PLAN, SEE PLANS
FOR SIZE
ADJUST CATCH BASIN TO GRADE. REPLACE CONCRETE
RISER RING AND GRATE PER SPECIFICATION 7-05
CONSTRUCT TYPE 1 CATCH BASIN PER WSDOT STD PLAN
B-5.20.01

RECONNECT EXISTING SEWER PIPE TO NEW STRUCTURE

CONNECT NEW SEWER PIPE TO EXISTING STRUCTURE

NOT USED

CONSTRUCT TYPE 2 CATCH BASIN PER WSDOT STD PLAN

CONNECT DISSIMILAR PIPE

CONSTRUCT 60" MANHOLE PER WSDOT STD PLAN

CONSTRUCT 96" MANHOLE PER WSDOT STD PLAN

PLUG AND ABANDON EXISTING PIPE

RECONNECT SIDE SEWER TO NEW MAIN PER
SPECIFICATION 7-18.
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CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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75+00 76+00 77+00 78+00 79+00 80+00

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 66+42.28, 3.9' LT
RIM = 358.58
IE = 347.95 (8") N
IE = 348.03 (8") E
IE = 347.95 (8") W

NEW 271 LF 8"Ø PVC SDR 35 SAN PIPE @  0.77%

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 66+42.22, 274.7' LT
RIM = 363.14

NEW 60 LF 8"Ø PVC
SDR 35 SAN PIPE @ 0.60%

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 66+28.37, 333.0' LT
RIM = 362.32
IE = 350.57 (8") W
IE = 350.67 (8") N

EXIST. 18"Ø STORM SEWER

CONST. CB TYPE 1
STA 78+54.92, 12.0' RT
RIM = 362.47
IE =359.00 (12") E

NEW 40 LF 12"Ø DI CL50 STM PIPE @ 0.99%

NEW 44 LF 12"Ø PVC SDR 35 STM PIPE @  2.18%

CONST. CB TYPE 1
STA 78+56.61, 12.4' LT
RIM = 362.61
IE =357.70 (12") SE

NEW 11 LF 18"Ø PVC SDR 35 STM PIPE @ 0.39%

CONST. STORM MH 48"Ø TYPE 1
STA 78+95.05, 8.0' RT
RIM = 362.41
IE =353.78 (18") W
IE =353.78 (18") E
IE =354.00 (12") N
IE =358.60 (12") W
IE =356.75 (12") NW

EX GROUND PROFILE @ CENTERLINE

EXISTING SAN. MH 48."Ø
STA 66+46.92, 29.2' RT
RIM = 358.43
I.E.= 347.88 (8") E
I.E.= 347.83 (10") S

IE = 353.78 (18") E (RECONNECT)
NEW 33 LF 8"Ø PVC
SDR 35 SAN PIPE @

0.21%

IE = 347.88 (10") E (CONNECT)
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10"S
10"S PROP. NAME

ADDRESS #

PROP. NAME
ADDRESS #

ROW ROWROW ROW ROWROW

ROW ROW

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

18"D 18"D 18"D

NEW 29 LF 6" PVC SDR 35 SAN PIPE
@1.00%, CONSTRUCT AND
CONNECT TO NEW CLEANOUT

S. 14TH ST.

STORM & SANITARY SEWER NOTES
PROVIDE INLET PROTECTION TO PROPOSED CATCH BASIN
PER SPECIFICATION 8-01 UNTIL END OF CONSTRUCTION
ACTIVITIES
ADJUST 48" MANHOLE TO GRADE PER SPECIFICATION 7-05.
FURNISH FRAME AND NEW COVER.
CONSTRUCT MANHOLE PER WSDOT STD PLAN, SEE PLANS
FOR SIZE
ADJUST CATCH BASIN TO GRADE. REPLACE CONCRETE
RISER RING AND GRATE PER SPECIFICATION 7-05
CONSTRUCT TYPE 1 CATCH BASIN PER WSDOT STD PLAN
B-5.20.01

RECONNECT EXISTING SEWER PIPE TO NEW STRUCTURE

CONNECT NEW SEWER PIPE TO EXISTING STRUCTURE

NOT USED

CONSTRUCT TYPE 2 CATCH BASIN PER WSDOT STD PLAN

CONNECT DISSIMILAR PIPE

CONSTRUCT 60" MANHOLE PER WSDOT STD PLAN

CONSTRUCT 96" MANHOLE PER WSDOT STD PLAN

PLUG AND ABANDON EXISTING PIPE

RECONNECT SIDE SEWER TO NEW MAIN PER
SPECIFICATION 7-18.
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13

14

SIDE SEWER NOTES:
1. THE STATIONING PROVIDED IN THE SIDE SEWER TABLE IS

ESTIMATED BASED ON THE VIDEO INSPECTION OF THE MAIN.
THE LOCATION OF THE SIDE SEWER IS UNKNOWN PAST THE
CONNECTION AT THE EXISTING MAIN.

2. IN PAVED STREETS WHERE A CLEANOUT IS IDENTIFIED TO
BE INSTALLED, EXTEND THE REPLACEMENT OF THE SIDE
SEWER PER THE FOLLOWING:
a. TO 2' FRONT OF EXISTING SIDEWALK WHERE A

SIDEWALK IS NOT BEING REPLACED; OR
b. TO 2' BACK OF NEW SIDEWALK WHERE SIDEWALK IS

BEING REPLACED; OR
c. TO 2' BACK OF PROJECTED SIDEWALK WHERE NO

SIDEWALK CURRENTLY EXISTS; OR
d. AS DIRECTED BY THE ENGINEER.

IF THE CLEANOUT LOCATION INTERFERES WITH
EXISTING IMPROVEMENTS NOT IDENTIFIED FOR
REPLACEMENT, SUCH AS CURB AND GUTTER,
DRIVEWAYS, OR MATURE LANDSCAPING, ELIMINATE THE
CLEANOUT AND REPLACE SIDE SEWER TO THE EDGE OF
PAVEMENT OR GRAVEL RESTORATION.
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CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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80+00 81+00 82+00 82+50

EXIST. 10"Ø STORM SEWER

CONST. CB TYPE 1
STA 82+35.83, 31.1' RT
RIM = 360.83
IE =356.00 (10") NW

CONST. CB TYPE 1
STA 81+77.30, 22.7' LT
RIM = 360.26
IE =357.24 (12") S

CONST. CB TYPE 1
STA 81+78.90, 29.7' RT
RIM = 360.13
IE =357.15 (12") N

NEW 23 LF 12"Ø
DI CL50 STM PIPE @ 0.65%

NEW 32 LF 12"Ø
DI CL50 STM PIPE @ 1.00%

CONST. STORM MH 72"Ø TYPE 3
STA 81+86.40, 8.0' RT
RIM = 360.96
IE =355.00 (10") SE
IE =357.00 (12") S
IE =354.92 (18") W
IE =354.92 (12") S
IE =354.92 (10") N
IE =356.92 (12") N
IE =355.00 (12") E

EXISTING SAN MH 48"Ø
STA 81+20.12, 2.8' LT
RIM = 360.98
IE = 353.30 (8") E

EX GROUND PROFILE @ CENTERLINE

EXISTING SAN MH 48"Ø
STA 66+38.75, 661.2' LT
RIM = 361.38
IE = 353.00 (8") W
IE = 351.72 (8") S

EXIST. 8"Ø SANITARY SEWER

EXIST. 12"Ø STORM SEWER

IE = 358.25 (4") NW

IE = 355.10 (10") SE (RECONNECT)

IE = 354.92 (18") W (RECONNECT)
IE = 354.92 (12") S (RECONNECT)
IE = 354.92 (10") N (RECONNECT)

IE = 354.92 (12") E (RECONNECT)
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12"D

S. 14TH ST.

STORM & SANITARY SEWER NOTES
PROVIDE INLET PROTECTION TO PROPOSED CATCH BASIN
PER SPECIFICATION 8-01 UNTIL END OF CONSTRUCTION
ACTIVITIES
ADJUST 48" MANHOLE TO GRADE PER SPECIFICATION 7-05.
FURNISH FRAME AND NEW COVER.
CONSTRUCT MANHOLE PER WSDOT STD PLAN, SEE PLANS
FOR SIZE
ADJUST CATCH BASIN TO GRADE. REPLACE CONCRETE
RISER RING AND GRATE PER SPECIFICATION 7-05
CONSTRUCT TYPE 1 CATCH BASIN PER WSDOT STD PLAN
B-5.20.01

RECONNECT EXISTING SEWER PIPE TO NEW STRUCTURE

CONNECT NEW SEWER PIPE TO EXISTING STRUCTURE

NOT USED

CONSTRUCT TYPE 2 CATCH BASIN PER WSDOT STD PLAN

CONNECT DISSIMILAR PIPE

CONSTRUCT 60" MANHOLE PER WSDOT STD PLAN

CONSTRUCT 96" MANHOLE PER WSDOT STD PLAN

PLUG AND ABANDON EXISTING PIPE

RECONNECT SIDE SEWER TO NEW MAIN PER
SPECIFICATION 7-18.
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SIDE SEWER NOTES:
1. THE STATIONING PROVIDED IN THE SIDE SEWER TABLE IS

ESTIMATED BASED ON THE VIDEO INSPECTION OF THE MAIN.
THE LOCATION OF THE SIDE SEWER IS UNKNOWN PAST THE
CONNECTION AT THE EXISTING MAIN.

2. IN PAVED STREETS WHERE A CLEANOUT IS IDENTIFIED TO
BE INSTALLED, EXTEND THE REPLACEMENT OF THE SIDE
SEWER PER THE FOLLOWING:
a. TO 2' FRONT OF EXISTING SIDEWALK WHERE A

SIDEWALK IS NOT BEING REPLACED; OR
b. TO 2' BACK OF NEW SIDEWALK WHERE SIDEWALK IS

BEING REPLACED; OR
c. TO 2' BACK OF PROJECTED SIDEWALK WHERE NO

SIDEWALK CURRENTLY EXISTS; OR
d. AS DIRECTED BY THE ENGINEER.

IF THE CLEANOUT LOCATION INTERFERES WITH
EXISTING IMPROVEMENTS NOT IDENTIFIED FOR
REPLACEMENT, SUCH AS CURB AND GUTTER,
DRIVEWAYS, OR MATURE LANDSCAPING, ELIMINATE THE
CLEANOUT AND REPLACE SIDE SEWER TO THE EDGE OF
PAVEMENT OR GRAVEL RESTORATION.
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CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org

STORM & SANITARY SEWER PLAN & PROFILE
PROJECT TITLE

PROJECT LOCATION(S)

MO. YR. 1" = 20'

ENGINEER PE

TECHNICIAN -

DWG FILE

PROJECT #
#

SS-5 SS-7

1 5

1 5
1 5

6

6
6

6
3

2 3

13

6

1" = 5' V

P:
\D

es
ig

n\
Pr

oj
ec

ts
\C

IV
IL

 3
D\

PR
OP

3-
PK

G3
2\

Pr
od

uc
tio

n 
Dr

aw
in

gs
\P

ha
se

1\
PK

G3
2-

SS
.d

w
g,

 1
0/

9/
20

25
 9

:5
8:

36
 A

M
, r

es
pa

rz
a

AutoCAD SHX Text
CITY OF

AutoCAD SHX Text
TACOMA

AutoCAD SHX Text
DATUM

AutoCAD SHX Text
HORIZ. DATUM: N.A.D. 83/91 VERT. DATUM: N.G.V.D. 29  BENCH MARK:  ELEVATION: 

AutoCAD SHX Text
#####

AutoCAD SHX Text
   NO                              R E V I S I O N                               DATE    APPD

AutoCAD SHX Text
DEPARTMENT OF PUBLIC WORKS

AutoCAD SHX Text
CITY OF TACOMA



SH
R

U
B

SH
R

U
B

II

8"
S

8"
S

8"
S

8"
S

8"
W

8"
W

8"
W

8"
W

8"
W

6"W6"W6"W

X
X

X
X

X

X X X

◊

◊

◊

◊

◊

◊

◊

◊

◊

◊

◊

◊ ◊
◊

◊
◊

◊
◊

◊
◊

◊

I I

SHRUB SHRUB

SHRUB

II

X

XXXXXXXXXXXX

XXXX

X

X X

6"
W

6"
W

6"W 6"W 6"W 6"W 6"W 6"W 6"W

2"G2"G2"G2"G2"G2"G2"G2"G2"G2"G

HS

2"
G

2"
G

2"
G

2"
G

SH
R

U
B

8"S

LHT

LH
T

W

C

HS

2"
G

2"
G

12
"D

12
"D

12
"D

12
"D

84+00 85+00 86+00 87+00 88+00 89+00

CONST CL

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

RO
W

ROW ROW

ROWROW

ROW ROW

ROW

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

PROP. NAME
ADDRESS #

8"D

8"D

6"
D

D

D
S

S. FERRY ST.

335

340

345

350

355

360

365

370

375

380

335

340

345

350

355

360

365

370

375

380
84+00 85+00 86+00 87+00 88+00 89+00

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 87+76.44, 0.2' RT
RIM = 362.98
IE = 353.14 (8") S
IE = 353.24 (8") N

EXISTING SAN. MH 48."Ø
STA 85+13.02, 1.5' RT
RIM = 363.38

EXIST. 8"Ø STORM SEWER

EXISTING STORM CB
STA 84+19.32, 2.7' RT
RIM = 362.42
IE = 360.69 (6") W
IE = 359.33 (12") SE
IE = 360.69 (8") S

EXISTING STORM MH 48"Ø
STA 84+83.78, 5.8' RT
RIM = 363.43
IE = 358.72 (12") W
IE = 358.80 (12") E
IE = 358.77 (12") NE
IE = 358.77 (12") S

EXISTING STORM CB
STA 84+27.51, 43.2' RT
RIM = 367.62
IE = 366.12 (6") E

EXISTING STORM CB
STA 85+36.00, 24.2' LT
RIM = 362.36
IE = 361.06 (6") NW

EXIST. 8"Ø
STORM SEWER

EXIST. 6"Ø STORM SEWER

EXIST. 6"Ø STORM SEWER

NEW 25 LF 12"Ø DI CL50
STM PIPE @ 1.00%

NEW 19 LF 12"Ø DI CL50
STM PIPE @ 1.00%

NEW 20 LF 12"Ø DI CL50 STM PIPE @ 1.00%

NEW 12 LF 12"Ø DI CL50 STM PIPE @ 1.00%

EX GROUND PROFILE @ CENTERLINE

NEW 213 LF 8"Ø PVC PIPE SANITARY SEWER @  1.50%

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 85+62.97, 1.3' RT
RIM = 363.23
IE = 356.44 (8") S

CONST. CB TYPE 1
STA 85+80.00, 20.5' RT
RIM = 362.25
IE =359.47 (12") E

CONST. CB TYPE 1
STA 85+80.00, 11.5' LT
RIM = 362.30
IE =359.55 (12") W

CONST. STORM MH 48"Ø TYPE 1
STA 85+80.00, 8.3' RT
RIM = 362.67
IE =359.35 (12") W
IE =359.35 (12") E
IE =359.35 (12") N

CONST. CB TYPE 1
STA 85+24.24, 33.0' RT
RIM = 362.93
IE =359.30 (12") E

CONST. CB TYPE 1
STA 85+26.59, 9.7' LT
RIM = 362.77
IE =359.24 (12") W
IE =360.29 (6") SE

NEW 60 LF 12"∅
DI CL50 STM PIPE
@ 0.50%

NEW 36 LF 12"∅ PVC
SDR 35 STM PIPE

@ 0.50%

IE = 358.80 (8") S (PLUG & ABANDON)

(PLUG & ABANDON)

IE = 358.77 (12") S (CONNECT)

CONST. STORM MH 48"Ø TYPE 1
STA 85+20.08, 8.3' RT
RIM = 363.13
IE =358.95 (12") N
IE =359.05 (12") S
IE =359.05 (12") E
IE =359.05 (12") W

NEW 28 LF 12"Ø DI CL50 STM PIPE @  1.80%

CONST. CB TYPE 1
STA ???, ???' ???
RIM = 362.47
IE =359.50 (12") NW
IE =360.39 (8") SW

IE = 360.29 (6") SE (RECONNECT)

IE = 358.97 (8") N

SIDE SEWER TABLE
NAME ADDRESS STATION DIRECTION

X # S. FERRY ST. 86+56 RIGHT

X # S. FERRY ST. 87+14 RIGHT

X # S. FERRY ST. 87+86 RIGHT

X # S. FERRY ST. 88+22 LEFT

X # S. FERRY ST. 88+34 RIGHT

X # S. FERRY ST. 88+76 LEFT

X # S. FERRY ST. 88+80 RIGHT

STORM & SANITARY SEWER NOTES
PROVIDE INLET PROTECTION TO PROPOSED CATCH BASIN
PER SPECIFICATION 8-01 UNTIL END OF CONSTRUCTION
ACTIVITIES
ADJUST 48" MANHOLE TO GRADE PER SPECIFICATION 7-05.
FURNISH FRAME AND NEW COVER.
CONSTRUCT MANHOLE PER WSDOT STD PLAN, SEE PLANS
FOR SIZE
ADJUST CATCH BASIN TO GRADE. REPLACE CONCRETE
RISER RING AND GRATE PER SPECIFICATION 7-05
CONSTRUCT TYPE 1 CATCH BASIN PER WSDOT STD PLAN
B-5.20.01

RECONNECT EXISTING SEWER PIPE TO NEW STRUCTURE

CONNECT NEW SEWER PIPE TO EXISTING STRUCTURE

NOT USED

CONSTRUCT TYPE 2 CATCH BASIN PER WSDOT STD PLAN

CONNECT DISSIMILAR PIPE

CONSTRUCT 60" MANHOLE PER WSDOT STD PLAN

CONSTRUCT 96" MANHOLE PER WSDOT STD PLAN

PLUG AND ABANDON EXISTING PIPE

RECONNECT SIDE SEWER TO NEW MAIN PER
SPECIFICATION 7-18.
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14

SIDE SEWER NOTES:
1. THE STATIONING PROVIDED IN THE SIDE SEWER TABLE IS

ESTIMATED BASED ON THE VIDEO INSPECTION OF THE MAIN.
THE LOCATION OF THE SIDE SEWER IS UNKNOWN PAST THE
CONNECTION AT THE EXISTING MAIN.

2. IN PAVED STREETS WHERE A CLEANOUT IS IDENTIFIED TO
BE INSTALLED, EXTEND THE REPLACEMENT OF THE SIDE
SEWER PER THE FOLLOWING:
a. TO 2' FRONT OF EXISTING SIDEWALK WHERE A

SIDEWALK IS NOT BEING REPLACED; OR
b. TO 2' BACK OF NEW SIDEWALK WHERE SIDEWALK IS

BEING REPLACED; OR
c. TO 2' BACK OF PROJECTED SIDEWALK WHERE NO

SIDEWALK CURRENTLY EXISTS; OR
d. AS DIRECTED BY THE ENGINEER.

IF THE CLEANOUT LOCATION INTERFERES WITH
EXISTING IMPROVEMENTS NOT IDENTIFIED FOR
REPLACEMENT, SUCH AS CURB AND GUTTER,
DRIVEWAYS, OR MATURE LANDSCAPING, ELIMINATE THE
CLEANOUT AND REPLACE SIDE SEWER TO THE EDGE OF
PAVEMENT OR GRAVEL RESTORATION.
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CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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NEW 352 LF 8"Ø PVC PIPE SANITARY SEWER @  0.70%

NEW 60 LF 8"Ø PVC PIPE
SANITARY SEWER

@ 0.60%

NEW 119 LF 12"Ø PVC SDR 35 STM PIPE @ 1.00%

CONST. NEW SAN. MH 48"Ø TYPE 1
STA 91+28.57, 2.6' LT =

RIM = 362.32
IE = 350.57 (8") W
IE = 350.67 (8") N

STA 78+85.44, 12.6' LT

EX GROUND PROFILE @ CENTERLINE

NEW 25 LF 12"Ø PVC SDR 35 STM PIPE @ 2.79%

NEW 7 LF 12"Ø PVC SDR 35 STM PIPE @ 10.85%

CONST. CB TYPE 1
STA 90+30.00, 15.4' LT
RIM = 360.93
IE =356.00 (12") W

CONST. CB TYPE 1
STA 90+30.00, 16.6' RT
RIM = 361.00
IE =356.00 (12") E

CONST. STORM MH 48"Ø TYPE 1
STA 90+29.92, 8.8' LT
RIM = 361.27
IE =355.19 (12") S
IE =355.29 (12") E
IE =355.29 (12") W

SIDE SEWER TABLE
NAME ADDRESS STATION DIRECTION

X # S. FERRY ST. 89+24 LEFT

X # S. FERRY ST. 89+55 RIGHT

X # S. FERRY ST. 89+67 LEFT

X # S. FERRY ST. 89+77 LEFT

X # S. FERRY ST. 89+90 RIGHT

X # S. FERRY ST. 90+53 RIGHT

X # S. FERRY ST. 90+55 LEFT

STORM & SANITARY SEWER NOTES
PROVIDE INLET PROTECTION TO PROPOSED CATCH BASIN
PER SPECIFICATION 8-01 UNTIL END OF CONSTRUCTION
ACTIVITIES
ADJUST 48" MANHOLE TO GRADE PER SPECIFICATION 7-05.
FURNISH FRAME AND NEW COVER.
CONSTRUCT MANHOLE PER WSDOT STD PLAN, SEE PLANS
FOR SIZE
ADJUST CATCH BASIN TO GRADE. REPLACE CONCRETE
RISER RING AND GRATE PER SPECIFICATION 7-05
CONSTRUCT TYPE 1 CATCH BASIN PER WSDOT STD PLAN
B-5.20.01

RECONNECT EXISTING SEWER PIPE TO NEW STRUCTURE

CONNECT NEW SEWER PIPE TO EXISTING STRUCTURE

NOT USED

CONSTRUCT TYPE 2 CATCH BASIN PER WSDOT STD PLAN

CONNECT DISSIMILAR PIPE

CONSTRUCT 60" MANHOLE PER WSDOT STD PLAN

CONSTRUCT 96" MANHOLE PER WSDOT STD PLAN

PLUG AND ABANDON EXISTING PIPE

RECONNECT SIDE SEWER TO NEW MAIN PER
SPECIFICATION 7-18.
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SIDE SEWER NOTES:
1. THE STATIONING PROVIDED IN THE SIDE SEWER TABLE IS

ESTIMATED BASED ON THE VIDEO INSPECTION OF THE MAIN.
THE LOCATION OF THE SIDE SEWER IS UNKNOWN PAST THE
CONNECTION AT THE EXISTING MAIN.

2. IN PAVED STREETS WHERE A CLEANOUT IS IDENTIFIED TO
BE INSTALLED, EXTEND THE REPLACEMENT OF THE SIDE
SEWER PER THE FOLLOWING:
a. TO 2' FRONT OF EXISTING SIDEWALK WHERE A

SIDEWALK IS NOT BEING REPLACED; OR
b. TO 2' BACK OF NEW SIDEWALK WHERE SIDEWALK IS

BEING REPLACED; OR
c. TO 2' BACK OF PROJECTED SIDEWALK WHERE NO

SIDEWALK CURRENTLY EXISTS; OR
d. AS DIRECTED BY THE ENGINEER.

IF THE CLEANOUT LOCATION INTERFERES WITH
EXISTING IMPROVEMENTS NOT IDENTIFIED FOR
REPLACEMENT, SUCH AS CURB AND GUTTER,
DRIVEWAYS, OR MATURE LANDSCAPING, ELIMINATE THE
CLEANOUT AND REPLACE SIDE SEWER TO THE EDGE OF
PAVEMENT OR GRAVEL RESTORATION.
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STORM & SANITARY SEWER PLAN

SEE SHEET (S) SS-4

S.
 1

4T
H

 S
T.

S. FERRY ST.

FIELD BOOKS DRAWING NAME

CONSTRUCTION
CHECKED

DATE

BY

FINAL

DESIGNED

DRAWN

DATE

PROJECT PHASE

CHECKED

SCALE

ENGINEERING DIVISION MANAGER

DRAWING

SHEET OF

CALL BEFORE YOU DIG
EXISTING UTILITIES ARE SHOWN IN APPROXIMATE LOCATIONS
ONLY PER BEST AVAILABLE INFO, AND MAY BE INCOMPLETE.
CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING,
POTHOLING AND AVOIDING ALL EXISTING UTILITIES.

CALL TWO BUSINESS DAYS BEFORE YOU DIG
(1-800-424-5555) OR VISIT ONLINE: www.callbeforeyoudig.org
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